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BXL, 22.10.2015 (3.0)

CYCLE 2016-07

List of items – 3rd version
DISCLAIMER: The duty suspension and quota requests on the following list are currently under discussion. The data available on this list may not represent the final state of the discussions within the relevant Commission Working group.
Please note that it cannot be guaranteed that the information available exactly reproduces an officially adopted text. Only European Union legislation published in the Official Journal of the European Union is deemed authentic.

	number
	S/Q
	new/amendm
	CN code
	TARIC
	Ref Mail
	wo#
	MS
	Pos
	Description o
	Public Comments

	1
	Q/400tonnes, 01.07-31.12
	New
	2914 70 00
	
	3672431/2015
	0800
	DE
	Appl
	1-(1-Chlorocyclopropyl)ethanone (CAS RN 63141-09-3)
	ROUND 201607 Used in the production of herbicides

	2
	Q/1200tonnes, 01.07-31.12
	New
	2914 70 00
	
	3672513/2015
	0801
	DE
	Appl
	2-Chloro-1-(1-chlorocyclopropyl)ethanone (CAS RN 120983-72-4)
	ROUND 2001607 used in the production of fungicides

	3
	Q/100kg, 01.07-31.12
	New
	2930 90 99
	
	3672624/2015
	0802
	DE
	Appl
	Flubendiamide (ISO) (CAS RN 272451-65-1)
	ROUND 201607 End use of the imported product : Prepared insecticides

	4
	Q/2430kg, 01.07-31.12
	New
	2932 20 90
	
	3893064/2015
	0804
	NL
	Appl
	Decan-5-olide (CAS RN 705-86-2)
	ROUND 201607 used during the production of natural butter flavors and gives the following effect to the final flavor: coconut, buttery, milky

	5
	Q/2080kg, 01.07-31.12
	New
	2932 20 90
	
	3893116/2015
	0803
	NL
	Appl
	Dodecan-5-olide (CAS RN 713-95-1)
	ROUND 201607 Product used during the production of natural butter flavors and gives the following effect to the final flavor: fruity, coconut, buttery

	6
	Q/600tonnes, 
	New
	2933 21 00
	
	3672886/2015
	0805
	DE
	Appl
	1,3-Diiodo-5,5-dimethylhydantoin (CAS RN 2232-12-4)
	ROUND 201607  End use of the imported product : Prepared pesticides , insecticides

	7
	Q/1650tonnes, 01.07-31.12
	New
	3901 10 10
	
	3845052/2015
	0806
	IT
	Appl
	High flow linear low density polyethylene-1-butene / LLDPE (CAS RN 25087-34-7) in form of granules, with

- a melt flow rate (MFR 190 °C/2,16 kg) of 16g/10min or more, but not more than 24 g/10 min and

- a density (ASTM D 1505) of 0,922 g/cm3 or more, but not more than 0,926 g/cm3 and

- a vicat softening temperature of min. 94 °C


	ROUND 201607 Polyethylene in form of granules, extruded in films for use in packaging market

	8
	Q/7500tonnes, 01.07-31.12


	New


	3901 10 10


	
	3849799/2015


	0807


	ES

AT
	Appl

Opp
	Linear polyethylene having a specific gravity of less than 0.94 – and has the following features:

- medium density polyethylene resin copolymer

- a melt flow rate of 0,1 g/10min or more, but not more than 1 g/10min

- density of 0'938 g/c³ or more, but no more than 0'94 g/cm³

- physical form, which is pellets, makes it extremely suitable for film extrusion applications

--- ES - Sep 2015 ---

MDPE Film grade

The product falls within CN Code 3901 10 10 - Linear polyethylene having a specific gravity of less than 0.94 – and has the following features:

- Medium Density Polyethylene Resin copolymer

- A melt flow rate of 0,1 or more, but not more than 1

- Density of 938 or more, but no more than 94

- Physical form, which is pellets, makes it extremely suitable for film extrusion applications


	QUO 2016 07 The product is processed by blown or cast film extrusion



	9
	Q/1250tonnes, 01.07-31.12


	New


	3901 10 10


	
	3812197/2015


	0808


	DE

AT
	Appl

Opp
	Linear low-density polyethylene-1-hexene (LLDPE) (CAS RN 25213-02-9) in the form of pellets, with:

- a content of 1-hexene of not more than 5 % by weight,

- a density at 23 ⁰C of 0,918 g/m3 or more, but not more than 0,921 g/cm3 and

- a melt flow rate (2,16 kg, 190 °C) of 0,8 or more, but not more than 1,0


	QUO 2016 07 >> Handelsbezeichnung: LLDPE – C6 >> Synonyme: Hexen >> Funktionsbeschreibung: Verarbeitung in der Blasfolienextrusion



	10
	Q/10878tonnes, 01.07-31.12


	New


	3901 10 10


	
	3812132/2015


	0809


	DE

AT
	Appl

Opp
	Linear low-density polyethylene-1-butene (LLDPE) (CAS RN 25087-34-7) in the form of pellets, with:

- a content of 1-butene of not more than 5 % by weight,

- a density at 23 ⁰C of 0,916 g/cm3 or more, but not more than 0,922 g/cm3 and

- a melt flow rate (2,16 kg, 190 °C) of 0,8 or more, but not more than 2,4


	QUO 2016 07 > Funktionsbeschreibung: Das Produkt wird in Form von Pellets aufgeschmolzen und durch Blasfolienextrusion aufgeblasen, aufgewickelt und weiterverarbeitet. >> Vorgesehene Verwendung: Kann für die Herstellung spritzgegossener oder extrudierter Erzeugnisse oder auch als Bestandteil anderer Industrieerzeugnisse eingesetzt



	11
	Q/5050tonnes, 01.07-31.12


	New


	3901 10 90


	
	3812183/2015


	0810


	DE

AT
	Appl

Opp
	Polyethylene (LDPE) (CAS RN 9002-88-4), in the form of pellets, with:

- a density at 23 ⁰C of 0,921 g/m3 or more, but not more than 0,929 g/m3 and

- a melt flow rate (21,6 kg, 190 °C) of 0,2 or more, but not more than 2,5.


	QUO 2016 07 > Vorgesehene Verwendung: Herstellung von 3-Schicht- oder 7-Schichtfolien, Herstellung flexibler Verpackungen + technischen Folien > Name der mit der Einfuhrware hergestellten Ware: Industriestretchfolien, Agrarstretchfolien, Barrierefolien, Flachfolie, Dehnschlauch.



	12
	Q/5000tonnes, 01.07-31.12


	New


	3901 10 90


	
	3845037/2015


	0811


	IT

AT
	Appl

Opp
	Polyethylene, in the form of granules, of a specific gravity of 0,925 (± 0,0015), a melt flow index of 0,3 g/10 min (± 0,05 g/10 min), for the manufacture of blown films of a haze value not more than 6 % and an elongation at break (MD/TD) of 210/340


	ROUND 201607 Polyethylene in form of granules, extruded in films for use in packaging market



	13
	Q/1550tonnes, 01.07-31.12


	New


	3901 20 90


	
	3845109/2015


	0812


	IT

AT
	Appl

Opp
	High density polyethylene, in the form of powder, with

- a melt flow rate more than 0,30 g/10 , but not more than 0,40 g/10 ,

- a density of 0,950 g/cm3 or more, but not more than 0,958 g/cm3,   

- an environmental stress cracking resistance  not less than 30 hours (method ASTM D1693)


	ROUND 201607  High density polyethylene grade for blowmolding Used for  the manufacture of blow moulded packaging for household, industrial,cosmetics liquids detergents, lubricants



	14
	Q/3000tonnes, 01.07-31.12


	New


	3901 20 90


	
	3887222/2015


	0813


	BE

AT
	Appl

Opp
	High density polyethylene  (HDPE) in pellets, with:

- a density  of 0.950 g/cm³ or more, but not more than 0.958 g/cm³ (ASTM D1505)

- a melt flow index (MFI) of 0.30 g/10min or more, but not more than 0.40 g/10 min at 190°C/2.16kg (ASTM D1238)

- [an environmental stress crack resistance (ESCR) of min 30h (ASTM D1693)]


	ROUND 201607  Used to manufacture of rigid packaging and hollow articles for technical applications.



	15
	Q/750tonnes, 01.07-31.12


	New


	3901 20 90


	
	3903813/2015


	0814


	FR

AT
	Appl

Opp
	HD PE – High density polyethylene ;

- With density  0,950 or more, but not exceeding 0,958

- With MFI of 0.30 to 0.40 g/10 min ( at 190/2.16)

- With  ESCR of min 30h (according to ASTM D1693)

- flexural modulus of approx 1,370 MPa (according to ASTM D790)

in pellet shape (granulated)


	ROUND 201607  Used to manufacture of rigid packaging and hollow articles for technical applications.



	16
	Q/1625tonnes, 01.07-31.12
	New
	3901 20 90
	
	3887245/2015
	0815
	BE
	Appl
	High density polyethylene (HDPE) in pellets, with:

- a density of  0.945 g/cm³ or more but not more than 0.955 g/cm³ (ASTM D1505) and

- a melt flow index (MFI) of 0.06 g/10 min or more but not more than 0.10 g/10 min (ASTM D1238)


	ROUND 201607 HDPE used in the production of bottles and Jerry cans.

	17
	Q/28750tonnes, 01.07-31.12


	New


	3901 20 90


	
	3812149/2015


	0816


	DE

AT
	Appl

Opp
	Polyethylene (CAS RN 9002-88-4) or polyethylene-1-hexene (HDPE) (CAS RN 25213-02-9), in the form of pellets, with:

- a content of 1-hexene of not more than 5 % by weight,

- a density at 23 ⁰C of 0,945 g/cm3 or more, but not more than 0,958 g/cm3 and

- a melt flow rate (21,6 kg, 190 °C) of 2,5 or more, but not more than 33.


	QUO 2016 07 > Funktionsbeschreibung: Granulat zur Extrusion > Vorgesehene Verwendung: Rohstoff zur Herstellung von Kunststoffverpackungen, Herstellung von Industrieverpackungen



	18
	Q/15000tonnes, 01.07-31.12


	New


	3902 10 00


	
	3815674/2015


	0818


	IT

AT
	Appl

Opp
	Polypropylene in granule form

- of a Melt Flow Rate (MFR) at 230°C / 2.16 kg of 2.70 or more but not more than 4.1 gr/10 min 

- (as determined by the ISO 1133 method)

- of a Tensile Modulus of less than 2000 Mpa

- (as determined by the ASTM D 638 method)

- of an Elongation at break of more than 500 %

- (as determined by the ASTM D 638 method)

- of a melting temperature (Tm) of more than 150 °C.

- of a Heat of fusion of less than 120 J/g


	ROUND 210607 Homopolymer Polypropylene for BOPP film



	19
	Q/25000tonnes, 01.07-31.12


	New


	3902 10 00


	
	3887296/2015


	0817


	BE

AT
	Appl

Opp
	Polypropylene in granule form

- - of a Melt Flow Rate (MFR) at 230°C / 2.16 kg of 2.70 or more but not more than 4.1 gr/10 min (as determined by the ISO 1133 method)

- of a Tensile Modulus of less than 2000 MPa (as determined by the ASTM D 638 method)

- of an Elongation at break of more than 500 % (as determined by the ASTM D 638 method)

- of a melting temperature (Tm) of more than 150 °C

- of a Heat of fusion of less than 120 J/g


	ROUND 201607  Bopp Films are manufactured with a variety of materials and method to meet every unique necessity of special applications.



	20
	Q/3500tonnes, 01.07-31.12
	New
	3905 30 00
	
	3938957/2015
	0819
	TR
	Appl
	Partially hydrolyzed polyvinyl alcohol (CAS RN 25213-24-5)
	ROUND 201607 Binding agent for adhesive industry and protective colloid/dispersing agent for polymer production for coating and construction industries and textile industry.

	21
	Q/40tonnes, 01.07-31.12


	New


	5107 10 10

5107 10 90
	
	3863350/2015


	0820


	AT


	Appl


	Yarn of combed wool of a fineness of 30 micrometres (± 0,5 micrometres), [good for fulling,] not put up for retail sale, containing 100 % by weight of wool, measuring 625 decitex or more, but less than 714,29 decitex, for use in the manufacture of fulled fabrics

(2)


	ROUND 201607 Yarns suitable for the manufacture of knitted loden



	22
	Q/1000000pieces, 01.07-31.12
	New
	8714 10 90
	
	3863510/2015
	0821
	AT
	Appl
	Pistons for steering dampers of a kind used for motor bikes, of sintered steel according to standard ISO P2054
	ROUND 201607 The articles used in the production of motor bike steering dampers

	23
	Q/500000tonnes, 01.07-31.12
	New
	8714 10 90
	
	3863525/2015
	0822
	AT
	Appl
	Axle clamps, housings,  fork bridges and clamping pieces, of a kind used for motor bikes, of aluminium alloy
	SUS 2016 07 integrate these articles in our plant into motorcycle chassis components

	24
	Q/pieces, 01.07-31.12
	New
	9405 40 39
	
	4166573/2015
	0823
	TR
	Appl
	Printed circuit boards (PCB) for backlight:

- with LED diodes equipped with Prism Structures / Optical Lenses,

- whether or not with connector(s) fitted at one or both ends,

for use in the manufacture of TFT – LCD module panels falling within subheading 8471 41
	QUO 2016 07

	25
	Q/550tonnes, 01.01-31.12


	Amend

	ex 0710 40 00

ex 2005 80 00


	10

20


	1258171/2015


	0900


	SE

AT

EU
	Appl

Co-Appl


	Corn in cobs (Zea Mays Saccharata) with a diameter of 10 mm or more, but not more than 20 mm, husked, sorted, trimmed, washed, blanched, either cooled and individually quick-frozen, or prepared or preserved otherwise than by vinegar or acetic acid, not frozen

for use in the manufacture of products of the food industry for treatment other than simple repacking

(1)(2)(3)


	ROUND 2016 07 product description alignement  ROUND 2016 01 transfer from susp to quota  Cut baby corn cobs (Zea Mays Saccharata) to be used as a raw material in the food industry, for the manufacture of vegetable mixtures and ready meals



	26
	Q/13000tonnes, 1.1.-31.12.


	Amend

	ex 2825 30 00


	10


	0218/00/1998


	0901


	DE

BE

UK
	Appl

Co-Appl

Co-Appl
	Vanadium oxides and hydroxides exclusively for use in alloys

(2)


	SUS 2016 07



	27
	Q/200000tonnes, 01.01-31.12


	Amend

	2915 32 00


	
	726215/2014

825537/2014

838627/2014

838774/2014

898981/2014


	0902


	BE

ES

FR

NL

TR

SK

DE
	Appl

Appl

Appl

Appl

Appl

Co-Appl

Opp
	Vinyl acetate (CAS RN 108-05-4)


	ROUND 2016-01 request for quota increase - rejected ROUND 2015-07 request for quota increase ROUND 2015-01-01 Vinyl Acetate Monomer can be polymerized, either by itself to make polyvinyl acetate or with other monomers to prepare copolymers such as ethylene-vinyl acetate en Ethylene–Vinyl Alcohol.



	28
	Q/75000tonnes, 1.1.-31.12.


	Amend

	2926 10 00


	
	910/2006


	0905


	TR

BE

DE

FR

IT

NL
	Appl

Co-Appl

Co-Appl

Co-Appl


	Acrylonitrile (CAS RN 107-13-1)


	ROUND 01-2016 objection - run-down of quota



	29
	Q/30000tonnes, 01.01-31.12
	Amend
	ex 3802 90 00
	19
	320454/2012
	0904
	NL
	Appl
	Soda flux calcinated diatomaceous earth
	CN code changed from 3802 90 90 to 3802 90 00  Soda flux calcinated diatomaceous earth used as additives for applications of paint, paper, plastic film. Secondly it can be used as filteraid in food preparation, to separate solids and liquids

	30
	Q/500tonnes, 01.01-30.06


	Amend

	ex 7606 12 92

ex 7607 11 90


	50

70


	1163/2007


	0903


	SE

DE

EL
	Appl

Opp


	Aluminium and magnesium alloy strip or foil:

- in rolls,

- of a thickness of 0,14 mm or more but not more than 0,27 mm,

- a width of 12,5 mm, 15,0 mm, 16,0 mm, 25,0 mm, 35,0 mm, 50 mm or 356 mm,

- a tensile strength of 285 N/mm2 or more,

and

- an elongation at break of 1 % or more, and

- containing by weight:

- 93,3 % or more of aluminium,

- 0,8 % or more but not more than 5 % of magnesium, and

- not more than 1,8 % of other elements


	ROUND 2015-07 description change request



	31
	S
	New
	1512 19 10
	
	3812219/2015
	0001
	DE
	Appl
	Refined safflower oil (Safloröl, CAS 8001-23-8) for the manufacture of

- 80 % conjugated linoleic acid as under heading 3823 (HS),

- High purity ethyl esters as under heading 29,

- High purity methyl esters as under heading 29 or

- Methyl esters as under heading 29


	SUS 2016 07 Safflower oil is used to manufacture conjugated linoleic acid and its esters

	32
	S
	New
	2207 10 00
	
	3851332/2015
	0002
	SE
	Appl
	Clear, colorless feedstock with the following specification:

- [Alcoholic strength    min 91,5    % by volume]

- Alcoholic strength    min 87,6    % by weight

- Water    max 10    % by weight

- Acidity    max 0,010    % by weight

- Aldehydes    max 0,6    % by weight

- Methanol content    max 200    mg/l

- Evaporation    max 50    mg/l

- Total sulfur    max 3        mg/kg

- Higher alcohols (C3-C8)    max 1500    mg/l

- Hydrocarbons    40         ppm

- Ethyl esters    max 0,15    % by weight

- Diacetyl    max 40    mg/l

- Inorganic chloride    max 1,5    mg/l

- Totally free from gasoline and diesel residues

[for use in the manufacture of acetaldehyde and ethyl acetate]

(2)
	SUS 2016 07 Acetaldehyde is a key raw material in production of a wide range of chemicals such as super absorbents, flavors as vanilla, binders in alkyd paints and as a plasticizer for plastics. It is also used in the production of construction materials, fire retardant paints and explosives. The pharmaceutical and cosmetics industry uses acetaldehyde in the production of, for instance, sedatives and tranquilizers. Acetaldehyde is also a raw material in the manufacture of acetic acid, another basic chemical with many applications. (...)

	33
	S


	New


	2401 10 70


	
	3956896/2015


	0003


	DK

ES
	Appl

Opp
	Tobacco, raw or unprocessed, not stripped, Dark air curred, (“TX – PA GROS Strips”)


	ROUND 201607 The unprocessed tobacco is cut into smaller pieces or grinded into powder and applied in chewing tobacco, snus or snuff.



	34
	S
	New
	2805 19 90
	
	3981023/2015
	0200
	UK
	Appl
	Lithium metal with a purity by weight of 98.8 % or more and containing not more than 1.0 % by weight of sodium (CAS RN 7439-93-2)
	ROUND 201607:a raw material in the manufacture of Alkyllithium compounds

	35
	S
	New
	2811 22 00
	
	3863286/2015
	0201
	AT
	Appl
	Amorphous silicon dioxide, annealed

- in the form of powder

- of a purity by weight of 99,7 % or more

- with a median grain size of 0,7 µm or more, but not more than 2,1 µm

- where 70 % of the particles have a diameter of not more than 3 µm


	ROUND 201607 These copper laminates are used be our customers for the production of printed circuit boards.

	36
	S
	New
	2818 30 00
	
	3863300/2015
	0202
	AT
	Appl
	Aluminium hydroxide (CAS RN 21645-51-2)

- in form of powder

- with a purity by weight of 99,5 % or more

- with a decomposition point of 263o C or more

- with  a particle size of 4 µm (± 1 µm)

- with a Total-Na2O-content by weight of not more than 0,06 %


	ROUND 201607 aluminium hydroxide for production of halogen free prepregs, which are processed into copper laminates

	37
	S
	New
	2825 50 00
	
	3845087/2015
	0203
	IT
	Appl
	Nanopowder of Copper Oxide [CuO] – particles dimensions smaller than 100 nm (CAS RN 1317-38-0)
	ROUND 201607 Nano Copper Oxide applied to the catalyst, superconducting materials, thermoelectric materials, sensing materials, glass, ceramics and other fields

	38
	S
	New
	2843 90 90
	
	3847811/2015
	0204
	ES
	Appl
	[1,3-bis-(2,4,6-trimethylphenyl)-2-imidazolidinylidene]dichloro(phenylmethylene) (tricyclohexylphosphine)ruthenium (CAS RN 246047-72-3)
	ROUND 201607: Product used in the manufacturing of a new Active Pharmaceutical Ingredient (NCE New Chemical Entity).

	39
	S
	New
	2843 90 90
	
	3847869/2015
	0205
	ES
	Appl
	[1,3-Bis(2,4,6-trimethylphenyl)-2-imidazolidinylidene]dichloro[3-phenyl-1H-inden-1-ylidene] (tricyclohexylphosphine)ruthenium (CAS RN 536724-67-1)
	ROUND 201607 Product used in the manufacturing of a new Active Pharmaceutical Ingredient (NCE New Chemical Entity).

	40
	S
	New
	2903 99 90
	
	3962068/2015
	0401
	UK
	Appl
	Bis(4-tert-butylphenyl)iodonium hexafluorophosphate (CAS RN 61358-25-6) with a purity by weight of 99 % or more
	SUS 2016 07 Catalyst for our epoxy based UV system in release coatings

	41
	S
	New
	2908 19 00
	
	3939346/2015
	0402
	UK
	Appl
	4-Fluorophenol with a purity by weight of 99 % or more (CAS RN 371-41-5)
	ROUND 201607 key raw material used in the synthesis of plant protection active fungicide

	42
	S
	New
	2908 19 00
	
	3694885/2015
	0403
	DE
	Appl
	3,4,5-Trifluorophenol (CAS RN 99627-05-1)
	ROUND 201607 Raw material for liquid crystal production

	43
	S
	New
	2909 30 90
	
	3694948/2015
	0405
	DE
	Appl
	1-Ethoxy-2,3-difluorobenzene (CAS RN 121219-07-6)
	ROUND 201607 Raw material for liquid crystal production

	44
	S
	New
	2909 30 90
	
	3694994/2015
	0404
	DE
	Appl
	1-Butoxy-2,3-difluorobenzene (CAS RN 136239-66-2)
	ROUND 201607 End use of the imported product : liquid crystals

	45
	S
	New
	2909 49 80
	
	3944796/2015
	0406
	UK
	Appl
	1-Propoxypropan-2-ol (CAS RN 1569-01-3)
	ROUND 201607  component used in home care formulations such as hard surface cleaners

	46
	S
	New
	2911 00 00
	
	3815344/2015
	0407
	IT
	Appl
	Ethoxy-2,2-difluoroethanol (CAS RN 148992-43-2)

Synonym: DIFLUROACETALDEHYDE ETHYL HEMIACETAL
	SUS 2016 07 is used in the chemical synthesis of pharmaceutical intermediate which is used for the synthesis of an antiviral API in clinical trials phase 2 (clinical trails on humans).

	47
	S
	New
	2914 39 00
	
	3863316/2015
	0408
	AT
	Appl
	1-Propanone, 3-(dimethylamino)-1-(1-naphthalenyl)-, hydrochloride (1:1) (CAS RN 5409-58-5)
	ROUND 201607  used as raw material for syntheses of a pharmaceutical intermediate

	48
	S
	New
	2914 50 00
	
	3655587/2015
	0409
	IT
	Appl
	7-Hydroxy-3,4-dihydronaphthalen-1(2H)-one (CAS RN 22009-38-7)
	ROUND 201607 Synthesis of active and pharmaceutical intermediates, as a result of chemical processing

	49
	S
	New
	2915 60 19
	
	3939281/2015
	0410
	UK
	Appl
	2-Ethyl-2-methyl butanoic acid with a purity by weight of 99 % or more (CAS RN 19889-37-3)
	ROUND 201607 The finished product is a pre-emergent herbicide for the control of weeds in cereals, orchards, ornamentals, and vineyards.

	50
	S
	New
	2916 39 90
	
	3815566/2015
	0411
	IT
	Appl
	3-Methoxy-2-methylbenzoyl chloride (CAS RN 24487-91-0)
	ROUND 201607 Type of product: Insecticide for use in agriculture.

	51
	S
	New
	2916 39 90
	
	3703041/2015
	0412
	DE
	Appl
	2-Phenylbutyric Acid (CAS RN 90-27-7)
	ROUND 201607 product is used for the preparation of various pharmaceutical agents within the EU

	52
	S
	New
	2916 39 90
	
	3695047/2015
	0413
	DE
	Appl
	4-Bromo-2,6-difluorobenzoyl chloride (CAS RN 497181-19-8)
	ROUND 201607 End use of the imported product: liquid crystals

	53
	S
	New
	2916 39 90
	
	3654788/2015
	0414
	IT
	Appl
	3-Chloro-2-fluorobenzoic acid (CAS RN 161957-55-7)
	ROUND 2016-07 synthesis of active and pharmaceutical intermediates

	54
	S
	New
	ex 2916 39 90
	20
	3815607/2015
	0415
	IT
	Appl
	3,5-Dichlorobenzoyl chloride (CAS RN 2905-62-6)
	ROUND 201607 broad spectrum herbicide effective on most of the grasses and many broadleaved weeds

	55
	S
	New
	2917 39 95
	
	3695505/2015
	0417
	DE
	Appl
	1-Methyl-2-nitroterephthalate (CAS RN 35092-89-8)
	ROUND 201607 End Uses: Colorants for plastic granulate or paints

	56
	S
	New
	2917 39 95
	
	3695165/2015
	0416
	DE
	Appl
	Naphthalene-1,8-dicarboxylic anhydride (CAS RN 81-84-5)
	ROUND 201607 end use : used for coloring plastics and paints

	57
	S
	New
	2918 99 90
	
	3903451/2015
	0419
	FR
	Appl
	Ethyl 2-hydroxy-2-(4-phenoxyphenyl)propanoate (CAS RN 132584-17-9)
	ROUND 201607 Famoxadone is an active ingredient in several fungicides of our society.  Famoxadone-containing products are effective against selective diseases, such as tomato and potato early and late blight, downy mildew, and wheat glume blotch.

	58
	S
	New
	2918 99 90
	
	3959616/2015
	0418
	UK
	Appl
	Diethyl ethoxymethylenemalonate (CAS RN 87-13-8) with a purity by weight of 99 % or more
	ROUND 201607  a key raw material in the synthesis of plant protection active fungicide

	59
	S


	New


	2921 19 99


	
	3962087/2015


	0420


	UK

DE
	Appl

Opp
	Hexadecyldimethylamine of a purity of 99 % (± 1 %) (CAS RN 112-69-6)


	SUS 2016 07 > how the component is to be used It is added to the reactants > the manufacturing process being used, The manufacturing process results in polyurethane (PU) foams, either flexible or rigid for which the amine catalysts additives are used. The process involves the PU formulation ingredients to be mixed on a dispensing equipment.



	60
	S
	New
	2921 49 00
	
	3851371/2015
	0421
	CZ
	Appl
	2,6-Diisopropylaniline (CAS RN 24544-04-5)
	SUS 2016 07 Raw material for production of other chemical compounds

	61
	S
	New
	2921 51 19
	
	3655112/2015
	0422
	IT
	Appl
	2-Bromo-5-iodobenzyl alcohol (CAS RN 946525-30-0)
	ROUND 201607 Synthesis of active and pharmaceutical intermediates, as a result of chemical processing

	62
	S
	New
	2922 19 85
	
	3962047/2015
	0423
	UK
	Appl
	Dimethylaminoethoxyethanol (CAS RN 1704-62-7) with a purity by weight of 70 % or more
	SUS 2016 07 the component is to be used as a catalyst used in the manufacture of rigid polyurethane foam.

	63
	S
	New
	ex 2922 39 00
	90
	3655546/2015
	0424
	IT
	Appl
	5-Chloro-2-methylaminobenzophenone (CAS RN 1022-13-5)
	ROUND 201607 Synthesis of active and pharmaceutical intermediates

	64
	S
	New
	2922 49 85
	
	3962007/2015
	0425
	UK
	Appl
	Sodium sarcosinate (CAS RN 4316-73-8) with a purity by weight of 40 % or more in water
	SUS 2016 07 the component is to be used as a chemical method to synthesise amides from amines and acid chlorides

	65
	S
	New
	2924 29 98
	
	3672532/2015
	0427
	DE
	Appl
	N-(3',4'-Dichloro-5-fluoro-2-biphenylyl)acetamide (CAS No 877179-03-8) 

N-(3',4'-Dichloro-5-fluorobipheny-2-lyl)acetamide (CAS RN 877179-03-8)
	ROUND 201607 End use of the imported product : Prepared pesticides

	66
	S
	New
	2924 29 98
	
	3672549/2015
	0428
	DE
	Appl
	2-Chlorobenzamide (CAS RN 609-66-5)

 
	ROUND 201607 End use of the imported product : Prepared insecticides

	67
	S
	New
	2924 29 98
	
	3847909/2015
	0426
	ES
	Appl
	(S)-1-phenylethanamine (S)-2-(((1R,2R)-2-allylcyclopropoxy)carbonylamino)-3,3-dimethylbutanoate
	ROUND 201607  Product used in the manufacturing of a new Active Pharmaceutical Ingredient (NCE New Chemical Entity).

	68
	S
	New
	2926 90 95
	
	3815319/2015
	0431
	IT
	Appl
	Cyanoacetic acid in crystalline form (CAS RN 372-09-8)
	SUS 2016 07 intermediate used in the synthesis of Sulindac. Sulindac is sold to the pharmaceutical companies who produce the finished dosage form belonging to the anti-inflammatory, analgesic and antipyretic compounds

	69
	S
	New
	2926 90 95
	
	3956983/2015
	0429
	DK
	Appl
	Zeta-cypermethrin (ISO) (CAS RN 52315-07-8)
	ROUND 201607 The product is intended to be used as an herbicide active ingredient in the production of herbicide end-use products.

	70
	S


	New


	2926 90 95


	
	3939249/2015


	0430


	UK

FR
	Appl


	Cypermethrin with a purity by weight of 92 % or more (CAS RN 52315-07-8)


	ROUND 201607 a key raw material of insecticide mixtures



	71
	S
	New
	2928 00 90
	
	3887037/2015
	0432
	BE
	Appl
	Metobromuron (ISO) (CAS RN 3060-89-7 )
	ROUND 201607 Mode of action of the end product: a systemic herbicide in various agricultural crops

	72
	S
	New
	2930 90 99
	
	3672571/2015
	0434
	DE
	Appl
	N-(2-Methylsulfinyl-1,1-dimethyl-ethyl)-N'-{2-methyl-4-[1,2,2,2-tetrafluoro-1-(trifluoromethyl)ethyl]phenyl}phthalamide (CAS RN 371771-07-2)
	ROUND 201607 End use of the imported product : Prepared pesticides , insecticides

	73
	S
	New
	2930 90 99
	
	3887110/2015
	0433
	BE
	Appl
	N-(trichloromethylthio) phthalimide (CAS RN 133-07-3)
	ROUND 201607 Mode of action of the end product: a fungicide in vineyards

	74
	S
	New
	2930 90 99
	
	3672588/2015
	0435
	DE
	Appl
	Tembotrione (ISO) (CAS RN 335104-84-2)
	ROUND 201607  End use of the imported product : Prepared herbicides

	75
	S
	New
	2931 90 80
	
	3939533/2015
	0437
	UK
	Appl
	Dimethylvinylchlorosilane with a purity by weight of 99 % or more (CAS RN 1719-58-0)
	ROUND 201607 Raw material used in the production of Vinyl terminated fluids and resins

	76
	S
	New
	2931 90 80
	
	3939413/2015
	0438
	UK
	Appl
	4-Chloro-2-fluoro-3-methoxyphenylboronic acid with a purity by weight of 92 % or more but not more than 99 % (CAS RN 944129-07-1)
	ROUND 201607 a chemical intermediate used as a reactant in the synthesis of plant protection active ingredient

	77
	S
	New
	2931 90 80
	
	3695122/2015
	0436
	DE
	Appl
	4-Propylphenylboronic acid (CAS RN 134150-01-9)
	ROUND 201607 End use of the imported product : liquid crystals

	78
	S
	New
	2931 90 80
	
	3944874/2015
	0439
	UK
	Appl
	Dimethylbis(oleoyloxy)stannane (CAS RN 3865-34-7)
	SUS 2016 07 Used as catalyst in polyurethane formulation, ingredient in formulated polyurethane components

	79
	S
	New
	2932 19 00
	
	3815294/2015
	0440
	IT
	Appl
	Tetrahydrofuran-borane (CAS RN 14011-65-6)
	SUS 2016 07 intermediate used in the synthesis of the active ingredient DORZOLAMIDE. The finished dosage form prepared with DORZOLAMIDE  belongs to  an anti-glaucoma agent by decreasing the production of aqueous humour

	80
	S
	New
	2932 99 00
	
	3672646/2015
	0441
	DE
	Appl
	4,4-Dimethyl-3,5,8-trioxabicyclo[5,1,0]octane (CAS RN 57280-22-5)
	ROUND 201607 End use of the imported goods : a medicament

	81
	S
	New
	2933 21 00
	
	3848320/2015
	0442
	ES
	Appl
	1-Aminohydantoin hydrochloride (CAS RN 2827-56-7)
	ROUND 201607 an API for pharmaceutical human use

	82
	S
	New
	2933 29 90
	
	3655368/2015
	0443
	IT
	Appl
	2-Methyl-2-propanyl (2S)-2-(4-bromo-1H-imidazol-2-yl)-1-pyrrolidinecarboxylate (CAS RN 1007882-59-8)
	ROUND 201607 Synthesis of active and pharmaceutical intermediates, as a result of chemical processing

	83
	S
	New
	2933 39 99
	
	3893169/2015
	0450
	NL
	Appl
	2-Chloro-3-cyanopyridine (CAS RN 6602-54-6)
	ROUND 201607 Primary active pharmaceutical ingredient (API) for human medicine

	84
	S
	New
	2933 39 99
	
	3815374/2015
	0444
	IT
	Appl
	AMP 2HCL: (2S,5R)-methyl 5-((benzyloxy)amino)piperidine-2-carboxylate dihydrochloride
	SUS 2016 07 AMP 2HCL: (2S,5R)-methyl 5-((benzyloxy)amino)piperidine-2-carboxylate dihydrochloride is used in the chemical synthesis of pharmaceutical intermediate which is used for the synthesis of an beta lactamase inhibitor in clinical trials

	85
	S
	New
	2933 39 99
	
	3815462/2015
	0448
	IT
	Appl
	Racemic 1-Benzyl-N,4-dimethylpiperidin-3-amine dihydrochloride (CAS RN 1228879-37-5)
	ROUND 201607  Use of the product: raw material for the synthesis of pharmaceutical intermediate.

	86
	S
	New
	2933 39 99
	
	3815528/2015
	0446
	IT
	Appl
	Pyridine, 2-[4-(hydrazinylmethyl)phenyl] dihydrochloride (CAS RN 1802485-62-6)
	ROUND 201607  Use of the product: intermediate for the synthesis of pharmaceutical API (atazanavir).

	87
	S
	New
	2933 39 99
	
	3903526/2015
	0449
	FR
	Appl
	Methyl pyridine-3-carboxylate (CAS RN 93-60-7)
	ROUND 201607  Use of the product : Pharmaceutical and Cosmetics applications

	88
	S
	New
	2933 39 99
	
	3957032/2015
	0447
	DK
	Appl
	Diflufenican (ISO) (CAS RN 83164-33-4) with a purity by weight of 98 % or more
	ROUND 201607 The product to be imported is intended to be used as an herbicide active ingredient in the production of herbicide end-use products.

	89
	S
	New
	2933 39 99
	
	3959647/2015
	0445
	UK
	Appl
	3,5-Dimethylpyridine (CAS RN 591-22-0) with a purity by weight of 99 %
	ROUND 201607 a key raw material used in the synthesis of pyroxsulam plant protection active herbicide.

	90
	S
	New
	2933 49 10
	
	3672952/2015
	0451
	DE
	Appl
	1-Cyclopropyl-6,7,8-trifluoro-1,4-dihydro-4-oxo-3-quinolinecarboxylic acid (CAS No 94695-52-0)
	ROUND 201607 End use of the imported product : Prepared medicament

	91
	S
	New
	2933 59 95
	
	3655621/2015
	0453
	IT
	Appl
	N4-Benzoyl cytosine (CAS RN 26661-13-2)
	ROUND 201607  Synthesis of active and pharmaceutical intermediates

	92
	S
	New
	2933 59 95
	
	3893201/2015
	0452
	NL
	Appl
	1-methyl-3-phenylpiperazine (CAS RN 5271-27-2)
	SUS 2016 07 Used as raw material for the manufacturing / production of mirtazapine (85650-52-8)

	93
	S
	New
	2933 69 80
	
	3959671/2015
	0454
	UK
	Appl
	6-Phenyl-1,3,5-triazine-2,4-diyldiamine (CAS RN 91-76-9) with a purity by weight of 99 % or more
	SUS 2016 07 he component is to be used as a monomer in polymer production

	94
	S
	New
	2933 69 80
	
	3673032/2015
	0455
	DE
	Appl
	Metribuzin (ISO) (CAS RN 21087-64-9)
	ROUND 201607 End use of the imported product : Prepared herbicides

	95
	S
	New
	2933 99 80
	
	3848400/2015
	0462
	ES
	Appl
	1-(bis(dimethylamino)methylene)-1H-[1,2,3]triazolo[4,5-b]pyridinium 3-oxide hexafluorophosphate(V)
	SUS 2016 07 > 1-(bis(dimethylamino)methylene)-1H-[1,2,3]triazolo[4,5-b]pyridinium 3-oxide hexafluorophosphate(V) > Product used in the manufacturing of a new Active Pharmaceutical Ingredient (NCE New Chemical Entity).

	96
	S
	New
	2933 99 80
	
	3847962/2015
	0461
	ES
	Appl
	(2S,3S,4R)-methyl 4-(3-(1,1-difluorobut-3-enyl)-7-methoxyquinoxalin-2-yloxy)-3-ethylpyrrolidine-2-carboxylate 4-methylbenzenesulfonate
	ROUND 201607  Product used in the manufacturing of a new Active Pharmaceutical Ingredient (NCE New Chemical Entity).

	97
	S
	New
	2933 99 80
	
	3956929/2015
	0460
	DK
	Appl
	Carfentrazone-ethyl (ISO) (CAS RN 128639-02-1)
	ROUND 201607 The product is intended to be used as an herbicide active ingredient in the production of herbicide end-use products.

	98
	S
	New
	2933 99 80
	
	3655047/2015
	0459
	IT
	Appl
	Methyl (1S,3S,4R)-2-[(1R)-1-phenylethyl]-2-azabicyclo[2.2.1]hept-5-ene-3-carboxylate (CAS RN 130194-96-6)
	ROUND 201607 Synthesis of active and pharmaceutical intermediates, as a result of chemical processing

	99
	S
	New
	2933 99 80
	
	3673063/2015
	0458
	DE
	Appl
	Triadimenol (ISO) (CAS RN 55219-65-3)
	ROUND 201607 End use of the imported product : Prepared fungicides

	100
	S
	New
	2933 99 80
	
	3655493/2015
	0457
	IT
	Appl
	3-[3-(4-Fluorophenyl)-1-(1-methylethyl)-1H-indol-2-yl]-(E)-2-propenal (CAS RN 93957-50-7)
	ROUND 201607 Synthesis of active and pharmaceutical intermediates

	101
	S
	New
	2933 99 80
	
	3887075/2015
	0456
	BE
	Appl
	Pyridate (ISO)(CAS RN 55512-33-9)
	ROUND 201607  Mode of action of the end product: a contact herbicide in various agricultural crops and vegetables

	102
	S
	New
	2934 99 90
	
	3893242/2015
	0467
	NL
	Appl
	Propiconazole (ISO) (CAS RN 60207-90-1)
	SUS 2016 07 The Propiconazole Technical is used as active ingredient in  fungicides

	103
	S
	New
	2934 99 90
	
	3674985/2015
	0464
	DE
	Appl
	Oxadiazon  (ISO) (CAS RN 19666-30-9)
	ROUND 201607 End use of the imported product : Prepared pesticide , herbicide

	104
	S
	New
	2934 99 90
	
	3939820/2015
	0465
	UK
	Appl
	Acryloylmorpholine (CAS RN 5117-12-4)
	ROUND 201607 Product used in coatings for LCD screens and optical fibres; flexible inks etc.

	105
	S
	New
	2934 99 90
	
	3851419/2015
	0468
	HU
	Appl
	4-(Oxiran-2-ylmethoxy)-9H-carbazole (CAS RN 51997-51-4) in powder form with a purity of 98 % or more and with a melting point of 128 °C or more, but not more than 138 °C
	SUS 2016 07 Commercial name: carbazole The imported product is used as a component in the production of pharmaceutical intermediates.

	106
	S
	New
	2934 99 90
	
	3851462/2015
	0463
	HU
	Appl
	11-[4-(2-Chloro-ethyl)-1-piperazinyl]dibenzo(b,f)(1,4)thiazepine (CAS RN 352232-17-8) in powder form with a purity of 98 % or more and with a melting point of 115 °C or more, but not more than 120 °C
	SUS 2016 07 Commercial name: Chloro-ethyl-thiazepine The imported product is used as a component in the production of pharmaceutical intermediates

	107
	S
	New
	2934 99 90
	
	3957010/2015
	0466
	DK
	Appl
	Clomazone (ISO) (CAS RN 81777-89-1)
	ROUND 201607 The product is intended to be used as an herbicide active ingredient in the production of herbicide end-use products.

	108
	S
	New
	2935 00 90
	
	3848277/2015
	0470
	ES
	Appl
	(1R,2R)-1-amino-2-(difluoromethyl)-N-(1-methylcyclopropylsulfonyl) cyclopropanecarboxamide hydrochloride
	ROUND 201607  Product used in the manufacturing of a new Active Pharmaceutical Ingredient (NCE New Chemical Entity).

	109
	S
	New
	2935 00 90
	
	3815417/2015
	0474
	IT
	Appl
	1-Methylcyclopropane-1-sulfonamide (CAS RN 669008-26-8)
	ROUND 201607 used in the chemical synthesis of pharmaceutical intermediate which is used for the synthesis of an antiviral API in clinical trials

	110
	S
	New
	2935 00 90
	
	3695559/2015
	0473
	DE
	Appl
	N-[2-(3-Phenylureido)phenyl]benzenesulfonamide (CAS RN 215917-77-4)
	ROUND 201607 Production of thermal papers

	111
	S
	New
	2935 00 90
	
	3675031/2015
	0471
	DE
	Appl
	Propoxycarbazone-sodium (ISO) (CAS RN 181274-15-7)
	ROUND 201607 Active ingredient for prepared herbicides

	112
	S
	New
	2935 00 90
	
	3903581/2015
	0469
	FR
	Appl
	N-{2-[(phenylcarbamoyl)amino]phenyl}benzenesulfonamide (CAS RN 215917-77-4)
	ROUND 201607 This kind of thermal paper or synthetic thermal media (difference is the type of base support on which thermal formulation is coated) are used in many applications like laminated labels, receipt, entertainment tickets

	113
	S
	New
	2935 00 90
	
	3702997/2015
	0472
	DE
	Appl
	N-(p-Toluenesulfonyl)-N'-(3-(p-toluenesulfonyloxy)phenyl)urea (CAS RN 232938-43-1)
	ROUND 201607 Phenol-free color developer for thermal paper

	114
	S
	New
	3204 17 00
	
	3939665/2015
	0208
	UK
	Appl
	Colourant C.I. Pigment Red 4 (CAS RN 2814-77-9) and preparations based thereon with a Colourant C.I. Pigment Red 4 content of 60 % or more by weight
	ROUND 2001607 the component is used in the manufacture of pigments

	115
	S
	New
	3204 17 00
	
	3939613/2015
	0207
	UK
	Appl
	Colourant C.I. Pigment Lithol Red 49 Calcium Salt (2:1) (CAS RN 1103-39-5) and preparations based thereon with a Colourant C.I. Lithol Red 49 Calcium Salt (2:1) content of 60 % or more by weight
	ROUND 201607 component used in the manufacture of pigments

	116
	S
	New
	3204 17 00
	
	3695212/2015
	0206
	DE
	Appl
	Copper phthalocyanine, crude (CAS 147-14-8), [not suitable for use as a pigment]
	ROUND 201607 end-use : The blue pigments will prevail for coloring paints and Plastics used

	117
	S
	New
	3507 90 90
	
	3695262/2015
	0209
	DE
	Appl
	Creatinase amidinohydrolase (CAS RN 37340-58-2)
	ROUND 201607 Enzyme for the determination of creatine 

	118
	S
	New
	3802 10 00
	
	3655426/2015
	0210
	IT
	Appl
	Activated Carbon in polyethylene copolymer, flowing powder, used as adsorbing media for pharmaceuticals
	ROUND 201607 Adsorbing agent used to remove metal impurities in the synthesis of pharmaceutical intermediates active and active pharmaceutical ingredients

	119
	S
	New
	3808 92 30
	
	3887161/2015
	0211
	BE
	Appl
	Mancozeb (ISO) (CAS RN 8018-01-7)
	ROUND 201607 Mode of action of the end product: a fungicide in various agricultural crops

	120
	S
	New
	3811 21 00
	
	3903694/2015
	0213
	FR
	Appl
	Additives containing :

- long chain alkyltoluene calcium  sulfonates,

- more than 30 % but not more than 50 % by weight of mineral oils,

- having a total base number greater than 310 but lower than 340,

used in the manufacture of blends of additives for lubricating oils  

(2)
	ROUND 201607 This is a detergent additive, which is blended with other chemical products to make lubricating engine oils to prevent deposits and varnish formation and corrosion by neutralizing the acids formed during fuel combustion or oil oxidation

	121
	S
	New
	3811 21 00
	
	3903735/2015
	0214
	FR
	Appl
	Additives:

- containing polyisobutene succinimide derived from reaction products of polyethylenepolyamines with polyisobutenyl succinic anhydride (CAS RN 147880-09-9),

- containing more than 35 % but not more than 55 % by weight of mineral oils,

- with a chlorine content by weight not more than 0.05 %, 

- having a total base number less than 15,

used in the manufacture of blends of additives for lubricating oils

(2)
	ROUND 201607 They are detergent additives, which are blended with other chemical products to make lubricating engine oils to prevent deposits and varnish formation and oil thickening.

	122
	S
	New
	3811 21 00
	
	3903664/2015
	0212
	FR
	Appl
	Additives containing:

- esters of polyisobutenyl succinic acid and pentaerythritol (CAS RN 103650-95-9),

- more that 35 % but not more than 55 % by weight of mineral oils,

- with a chlorine content of not more than 0.05 % by weight,

used in the manufacture of blends of additives for lubricating oils

(2)
	ROUND 201607 This is dispersant additive, which is blended with other chemical products to make lubricating engine oils to prevent deposits and varnish formation and oil thickening

	123
	S
	New
	3811 21 00
	
	3903764/2015
	0215
	FR
	Appl
	Additives containing :

- Calcium salt of beta-aminocarbonyl alkylphenol (reaction product Mannich base of alkylphenol)

- more that 40 % but not more than 60 % by weight of mineral oils,

- having a total base number greater than 120

used in the manufacture of blends of additives for lubricating oils

(2)
	ROUND 201607 This is a detergent additive which is blended with other chemical products to make lubricating oil  to maintain engine cleanliness

	124
	S
	New
	3824 90 92
	
	3675457/2015
	0219
	DE
	Appl
	Solution of 2-chloro-5- chloromethylpyridine (CAS RN 70258-18-3) in toluene
	ROUND 201607 Intended use:
Plant protection active substance

	125
	S
	New
	3824 90 92
	
	3675407/2015
	0218
	DE
	Appl
	Aqueous solution consisting of

- 40 +/- 2 % by weight of 2-(3-chloro-5-(trifluoromethyl)pyridin-2-yl)ethanamine (CAS RN 658066-44-5),

- 23 +/- 2 % by weight of sulfuric acid (CAS RN 7664-93-9) and

- less than 2 % by weight of methanol (CAS RN 67-56-1)


	ROUND 201607 Intended use:
Plant protection active substance

	126
	S
	New
	3824 90 92
	
	3944909/2015
	0216
	UK
	Appl
	Allyl methacrylate (CAS RN 96-05-9)with a purity by weight or 98 % or more,

- not containing acetyl acetone or its isomers (CAS RN 123-54-6),

- containing:

- not more than 0,02 % by weight of an Allyl alcohol (CAS RN 107-18-6), and

- not more than 0,1 % of a Methacrylic acid (CAS RN 79-41-4),

- not more than 1 % of 4-Methoxyphenol (CAS RN 150-76-5)

for use as an inhibitor

(2)
	SUS 2016 07 Allylmethacrylate is consumed by reacting it with trimethoxysilane creating (methacryloxypropyl trimethoxysilane and by-products)

	127
	S
	New
	3824 90 92
	
	3812101/2015
	0217
	DE
	Appl
	Butylphosphato complexes of titanium(IV), ethanol and propan-2-ol (CAS RN 109037-78-7), dissolved in ethanol and propan-2-ol
	ROUND 201607 Intended use:
Use as a bonding agent in printing ink for flexible packaging.

	128
	S


	New


	3901 10 10


	
	3887193/2015


	0004


	BE

AT
	Appl

Opp
	Renewable Low Density Polyethylene made out of bioethanol, with:

- a melt flow index of 0,2 g / 10 min or more, but not more than 40,0 g / 10 min ( measured by ISO 1133),

- a density of 0,915g / cm³ or more, but not more than 0,926g / cm³ ( measured by ISO 1183), and

- a content of carbon from renewable source higher than 50 % (measured by ASTM D6866)


	ROUND 201607 The Renewable LDPE, the subject of this application, is a type of polyethylene (PE) made from a renewable source.  Renewable LDPE is differentiated from standard LDPE by its biobased carbon content as Opp to fossil-based carbon content.



	129
	S


	New


	3901 10 10

3901 90 90
	
	3851290/2015


	0005


	BG

AT
	Appl

Opp
	Linear low-density polyethylene (LLDPE) copolymer, having:

- a melt flow rate of 0,9 or more, but no more than 1,1

- a density of 916 or more, but no more than 921

- a specific gravity of less than 0.94

- not more than 13 % of butene


	SUS 2016 07 The material is used for production of flexible films, intended for individual and group packaging for industrial products and food.



	130
	S
	New
	ex 3901 10 10
	90
	3891411/2015
	0006
	FI
	Appl
	Butene linear low-density polyethylene/LLDPE in the form of pellets, containing a thermal stabilizer, used in the co-extrusion processing of films for flexible food packaging and having:

- more than 4 % but not more than 8 % by weight of butene comonomer; and

- a melt index (190°C/2.16 kg) of 2.8 g/10 min; and

- a density of 0.918 g/cm³

- a peak melting temperature of 120°C but not more than 123°C


	ROUND 201607 The product is used in the production of flexible packaging films for food packaging, in particular meat and cheese packaging films.

	131
	S


	New


	ex 3901 10 10


	90


	3891479/2015


	0007


	FI

AT
	Appl

Opp
	Butene linear low-density polyethylene/LLDPE in the form of pellets, containing a thermal stabilizer, used in the co-extrusion processing of films for flexible food packaging and having:

- more than 4 % but not more than 8 % by weight of butene comonomer; and

- a melt index (190°C/2.16 kg) of 1 g/10 min; and 

- a density of 0.918 g/m³ or more but not more than 0.919 g/cm³

- a peak melting temperature of 120°C but not more than 123°C


	ROUND 201607 Butane-based linear low density polyethylene used in the production of flexible packaging films for food packaging, in particular meat and cheese packaging films.



	132
	S


	New


	ex 3901 10 10


	90


	3891453/2015


	0008


	FI

AT
	Appl

Opp
	Butene linear low-density polyethylene/LLDPE in the form of pellets, produced in a gas phase reactor and containing a thermal stabilizer, used in the co-extrusion processing of films for flexible food packaging and having:

- more than 5 % but not more than 15 % by weight of butene comonomer; and

- a melt index (190°C/2.16 kg) of 0.9 g/10 min or more but not more than 2.1 g/10 min; and

- a density of 0.919 g/cm³; and

- a melting temperature of 120 or more but not more 123°C; and

- a vicat temperature of 100°C


	ROUND 201607 The product is used in the production of flexible packaging films for food packaging, in particular meat and cheese packaging films



	133
	S


	New


	3901 20 90


	
	3956859/2015


	0009


	DK

AT
	Appl

Opp
	High-density polyethylene (HDPE) (CAS RN 25087-34-7, CAS RN 9002-88-4)

- mass fraction of butene in less than 5 and

- melt flow rate of 0.01 g / 10 min or more but less than 30.0 g / 10 min (measured according to ASTM D1238), at a temperature of 190°C / 2.16 kg


	ROUND 201607 Granules of polyethylene HDPE: PE 50, PE80 and PE100 for the production of black plastic pipes, which are used in pressure pipes and the outside of district heating/district cooling pipes



	134
	S


	New


	3901 90 90


	
	3959526/2015


	0013


	UK

AT
	Appl

Opp
	Ethylene-1-octene polyolefin elastomers in the form of granules, with

- a melt flow rate (MFR 190 °C/2,16 kg) of 0.3 g/10 min or more, but not more than 50 g/10 min, measured using ASTM D1238, and

- a density (ASTM D 792) of 0.855 g/cmª or more, but not more than 0.890 g/cmª


	ROUND 201607 Primarily used as a component in a blend with other polymers for applications such as automotive parts, such as car bumpers, air bag covers and automotive interior skins.



	135
	S
	New
	3901 90 90
	
	3981218/2015
	0019
	UK
	Appl
	Octene linear low-density polyethylene (LLDPE) in the form of pellets used in the co-extrusion processing of films for flexible food packaging and having:

- 10 % or more but not more than 20 % by weight of copolymer; 

- a melt flow ratio of 9.0 or more, but not more than 10.0 (using ASTM D1238 10.0/2.16); 

- a melt index (190°C/2.16 kg) of 0.4 g / 10 min but not more than 0.6 g / 10 min;

- a density (ASTM D4703) of 0.909 g/cm³ or more, but not more than 0.913 g/cm³; 

- a gel area per 24.6 cm³ of not more than 20 mm²; and

- an anti-oxidant level not exceeding 240 ppm


	ROUND 201607 the component is used in the production of packaging films for food packaging used in the co-extrusion processing of films for flexible packaging

	136
	S


	New


	3901 90 90


	
	3959570/2015


	0012


	UK

EU
	Appl

Opp
	Block copolymer of ethylene and 1-octene in the form of granules, with

- a melt flow rate (MFR 190 °C/2,16 kg) of 0.5 g/10 min or more, but not more than 20 g/10 min measured using ASTM D1238, and

- a density of 0.860 g/cmª or more, but not more than 0.880 g/cmª, measured using ASTM D 792


	ROUND 201607 • Used in the production of polymers



	137
	S


	New


	3901 90 90


	
	3959595/2015


	0011


	UK

EU
	Appl

Opp
	Random copolymer of ethylene with 1-octene in the form of granules, with:

- A melt flow rate (MFR 190 °C/2,16 kg) of 500 g/10min or more measured using ASTM D1238, and

- a density of 0.865 g/cmª or more, but not more than 0.905 g/cmª measured using ASTM D 792


	ROUND 201607 these copolymers help to reliably stick boxes and other substrates together over a broad range of temperatures, without odour, gelling, machine wear and tear, and colour disadvantages



	138
	S
	New
	3901 90 90
	
	3944821/2015
	0015
	UK
	Appl
	Pellets of a copolymer of ethylene and 1-hexene, containing 5 % or more but not more than 20 % by weight of 1-hexene; 

- With a density of not more than 0.90 g/cm³; 

- With a melt flow rate (190°C/2.16 kg) of 1.1 g/10 min;

- With a peak melting temperature of 90°C; and

- With a crystallisation peak of 74°C

For use in the manufacture of films for flexible food packaging

(2)
	ROUND 201607 It is used in the production of packaging films for food packaging, it is designed for blown film applications requiring high impact and puncture resistance.

	139
	S


	New


	3901 90 90


	
	3891545/2015


	0010


	FI

AT
	Appl

Opp
	Octene linear low-density polyethylene (LLDPE) in the form of pellets used in the co-extrusion processing of films for flexible food packaging and having:

- more than 10 % but not more than 20 % by weight of copolymer; and

- a melt flow rate (MFR 190°C/2.16 kg) of 0.7 g / 10 min but not more than 0.9 g / 10 min; and

- a density (ASTM D4703) of 0,911 g/cm³ or more, but not more than 0,913 g/cm³


	ROUND 201607 Product used in the production of packaging films for food packaging.



	140
	S


	New


	3901 90 90


	
	3944845/2015


	0014


	UK

AT
	Appl

Opp
	Pellets of a copolymer of ethylene and 1-hexene, containing 5 % or more but not more than 20 % by weight of 1-hexene; 

- With a density of not more than 0.90 g/cm³; 

- With a melt flow rate (190°C/2.16 kg) of 7.5 g/10 min;

- With a peak melting temperature of 95°C; and

- With a crystallisation peak of 78°C.

For use in the manufacture of films for flexible food packaging

(2)


	ROUND 201607 • it is used in the production of packaging films for food packaging.  More precisely it is used in the co-extrusion processing of films for flexible packaging



	141
	S
	New
	3901 90 90
	
	3939718/2015
	0018
	UK
	Appl
	Copolymer of ethylene and acrylic acid (CAS RN 9010-77-9) with

- an acrylic acid content of 18.5 % or more but not more than 49.5 % by weight (ASTM D4094)

- a melt flow rate of 14g/10min (MFR 125 °C/2.16 kg, ASTM D1238) or higher


	ROUND 201607 the copolymers are used in  extrusion coating, blown and cast film, laminations and dispersible applications.

	142
	S


	New


	3901 90 90


	
	3945002/2015


	0017


	UK

AT
	Appl

Opp
	Ethylene 1-butene polyolefin elastomers in the form of granules, with

- a melt flow rate (MFR 190 °C/2,16 kg) of 0.3 g/10 min or more, but not more than 50 g/10 min, measured using ASTM D1238, and

- a density (ASTM D 792) of 0.855 g/cm³ or more, but not more than 0.891 g/cm³


	SUS 2016 07 These products are primarily used as a component in a blend with other polymers for applications such as automotive parts, such as car bumpers, air bag covers, autotive interior skins.



	143
	S
	New
	3901 90 90
	
	3944936/2015
	0016
	UK
	Appl
	Polymeric encapsulated dispersions of ethylene vinyl acetate or  low density polyethylene containing not more than 12 % of essential oils and sodium benzoate (CAS RN 532-32-1)
	SUS 2016 07 >> the manufacturing process being used, internal extrusion process – further information enclosed >> what the finished product is Animal and bird aversive compound

	144
	S


	New


	3902 10 00


	
	3907477/2015


	0020


	TR

AT
	Appl

Opp
	Polypropylene with;

- a melt flow rate (230 °C and 2.16 kg load) more than 10 gram/10min but not more than 11.8 gram/10min (as determined by ASTM D1238 test method)

- a tensile strength at yield value of 33 MPA (megapascal) or more but not more than 37 MPA (as determined by ASTM D638 test method)

- a heat deflection temperature (at 455 kPa) value of more than 95 ºC but not more than 100 ºC (as determined by ASTM D648 test method)

- a notched izod impact strength (at 23 °C) value of more than 21 J/m but not more than 24 J/m (as determined by ASTM D256 test method)


	ROUND 201607 It is used as a raw material for the production of washing machine drum.



	145
	S
	New
	3903 90 90
	
	3675506/2015
	0021
	DE
	Appl
	Copolymer in the form of granules containing by weight:

- 74 +/- 4 % styrene,

- 24 +/-2 % N-butylacrylate and

- 0,01 % or more but not more than 2 % methacrylic acid


	ROUND 201607 Resin/binding agent for the manufacture of toner powder

	146
	S
	New
	3903 90 90
	
	3703062/2015
	0022
	DE
	Appl
	Styrene-methylmethacrylate-copolymer in the form of granules containing by weight

- 75 +/- 7 % styrene and

- 25 +/- 7 % methylmethacrylate


	ROUND 201607 plastic granules for further processing in injection molding

	147
	S


	New


	3907 10 00

3907 20 99
	
	3893290/2015


	0023


	NL


	Appl


	Polyoxymethylene with acetyl endcaps, containing polydimethylsiloxane and fibers of a copolymer of terephthalic acid and 1,4-phenyldiamine


	SUS 2016 07 Plastic resin for molding applications



	148
	S


	New


	3907 10 00

3907 20 20
	
	3893335/2015


	0024


	NL


	Appl


	Mixture of a copolymer of methanal and oxirane and polytetrafluoroethylene


	SUS 2016 07 Plastic resin for molding applications



	149
	S
	New
	3907 30 00
	
	3863332/2015
	0025
	AT
	Appl
	Epoxide resin, halogen-free, containing by weight

- not more than 2 % phosphorous calculated on the solid content, chemically bound in the epoxide resin

- less than 30 ppm hydrolysable chloride

for use in the manufacture of prepreg sheets or rolls of a kind used for the production of printed circuits

(2)
	ROUND 201607  epoxide resin for production of halogen free prepregs, which are processed into copper laminates.

	150
	S
	New
	3907 30 00
	
	3863338/2015
	0026
	AT
	Appl
	Epoxide resin, containing by weight

- 21 % or more of brome and

- less than 500 ppm hydrolysable chloride


	ROUND 201607 the epoxide resin for production of prepregs which are processed into copper laminates

	151
	S
	New
	3907 99 90
	
	3893366/2015
	0027
	NL
	Appl
	Polybutylene terephthalate
	SUS 2016 07 Plastic resin for molding applications

	152
	S
	New
	3908 10 00
	
	3893416/2015
	0028
	NL
	Appl
	Polyamide-6 containing carbon fibers, melamine cyanurate and a non-phthalate plasticizer
	SUS 2016 07 Plastic resin for molding applications

	153
	S
	New
	3910 00 00
	
	3939762/2015
	0029
	UK
	Appl
	Dimethyl, Methyl(propyl(polypropylene oxide)) Siloxane, Trimethylsiloxy-terminated (CAS RN 68957-00-6)
	ROUND 201607 the material is used as a monomer together with diisocyanate, a waterdispersible building block and other hydroxyl functional monomers, to form a polyurethane prepolymer

	154
	S
	New
	3919 10 80
	
	3893463/2015
	0030
	NL
	Appl
	Reflecting film consisting of

- a layer of an acrylic resin with imprints against counterfeiting, alteration or substitution of data or duplication, or an official mark for an intended use,

- a layer of an acrylic resin having embedded glass beads,

- a layer of an acrylic resin hardened by a melamine cross-linking agent,

- a metal layer,

- an acrylic adhesive

- and a release film


	SUS 2016 07 The reflecting micro glass sphere take care of  optimal light reflecting for license plates

	155
	S
	New
	3919 90 00
	
	3887350/2015
	0031
	BE
	Appl
	White polyolefin tape consisting of:

- an adhesive layer based on synthetic rubber with a thickness of 8 µm or more but not more than 17 µm

- a polyolefin layer with a thickness of 28 µm or more but not more than 40 µm

- a non-silicone release layer with a thickness below 1 µm,

[with an elongation at break in film direction of 450 % or more but not more than 800 % (ISO 29864)]
	ROUND 201607 End application: Protection of laquered synthetic plastic parts or very sensitive high gloss synthetic surfaces.

	156
	S
	New
	3920 10 25
	
	3938612/2015
	0032
	FR
	Appl
	Transparent acrylic acid-grafted polyethylene film,

- in the form of rolls,

- a width of 98 mm or more but not more than 170 mm,

- with a thickness of 20µm (+/-5µm) or 30µm (+/-6µm),

- a density below 0,94,

of a kind used for the manufacture of alkaline battery separators
	ROUND 201607 Polyethylene membrane grafted with acrylic acid to be used in the manufacturing of alkaline battery separators.

	157
	S
	New
	3921 90 60
	
	3703161/2015
	0033
	DE
	Appl
	Resin-coated fibreglass fabric used to encapsulate semiconductor system solutions
	ROUND 201607 prepreg to encapsulate semiconductor system solutions

	158
	S


	New


	3926 90 97


	
	3893506/2015


	0034


	NL

EU
	Appl

Opp
	Drive wheels or links, whether or not combined to form a semi-finished product, consisting mainly of polyamide-6, polybutylene terephthalate, or polyoxymethylene, or wear strips of polyethylene for the manufacture of conveyor belts

(2)


	SUS 2016 07 Components for conveyors in food and beverage applications



	159
	S
	New
	4016 93 00
	
	3869423/2015
	0220
	PL
	Appl
	Gasket manufactured from ethylene-propylene-diene monomers through a process of vulcanization under compression, with permissible material flashes of not more than 0,25 mm, in the shape of a rectangle:

- with a length of 72 mm or more but not more than 825 mm;

- with a width of 18 mm or more but not more than 155 mm;

of a kind used in car cooling systems
	SUS 2016 07 Gaskets are an integral part of a car heat exchanger used for cooling internal combustion engines. They seal the aluminum core of the car radiator together with the plastic water tank.

	160
	S
	New
	4104 41 51
	
	3851794/2015
	0221
	HU
	Appl
	Crust leather of zebu species or zebu-hybrid species with a unit surface area exceeding 2,6 m2 and containing a hump hole with the size of 450 cm2 or more but not more than 2850 cm2, for use in the manufacture of raw material for seat covers of motor vehicles
	SUS 2016-07 The products are used for manufacturing the raw material of the seat covers of motor vehicles.

	161
	S
	New
	5403 39 00
	
	3887395/2015
	0601
	BE
	Appl
	Biodegradable (norm EN 14995) monofilament yarn of not more than 33 dtex, containing at least  98 % polylactide (PLA), for use in the manufacture of filtration fabrics for the food industry

(2)
	ROUND 201607 The yarns will be processed in the EU in following steps to be used in a food processing environment

	162
	S
	New
	7009 10 00
	
	3883589/2015
	0621
	SK
	Appl
	Electrochromic self-dimming glass internal rear-view mirror, consisting of:

- a mirror support

- a plastic casing

- an integrated circuit

for use in the manufacture of Chapter 87 (1) motor vehicles

(2)
	ROUND 201607 interior mirror, rear view mirror

	163
	S
	New
	7019 40 00
	
	3863360/2015
	0622
	AT
	Appl
	Woven fabrics of rovings made of e-glass

- with a weight of 24,5 g/m² or more, but not more than 209 g/m2

- impregnated with a silane,

- with a moisture content by weight of not more  than 0,1 %

- with less than 3 hollowfibres per 105 threads

for use in the manufacture of prepreg sheets or rolls of a kind used for the production of printed circuits

(2)
	ROUND 201607 the fabrics for production of prepregs, which are processed into copper laminates

	164
	S
	New
	7606 92 00
	
	3869392/2015
	0623
	PL
	Appl
	Four-layer aluminium and manganese alloy strip, manufactured using rolling:

- in rolls,

- with a thickness of 0,48 mm (+/- 0,02 mm);

- with a width of 12,5 mm or more but not more than 359 mm;

- with a tensile strength of 130 N/mm2 or more;

- with an elongation at break of 20 % of more, and containing

- 95 % or more of aluminium;

- 0,5 % or more but not more than 2,5 % of manganese, and

- not more than 2,5 % of other elements,

- with an anti-corrosion coating composed of at least 99 % pure aluminium;

cladded with AA4343 aluminium alloy.  
	SUS 2016 07 Four-layer aluminium strip is an integral part of a car heat exchanger of charge-air

	165
	S
	New
	7607 19 90
	
	3869364/2015
	0624
	PL
	Appl
	Aluminum foil manufactured using rolling and thermal treatment:

- composed of at least 94 % pure aluminum;

- with a thickness of not more than 71 µm;

- with a width of not more than 27,05 mm,

of a kind used in car heat exchangers
	SUS 2016 07 Aluminum foil is an integral part of a car heat exchanger used for cooling internal combustion engines

	166
	S
	New
	8108 20 00
	
	3962148/2015
	0631
	UK
	Appl
	Titanium alloy ingot,

- With a minimum height of 17.8 cm, length of 180 cm and width of 48.3cm,

- with a minimum weight of 680 kg,

- [produced by an electron beam cold hearth melting (EBCHM) process]

Comprising at least:

- 3 % or more but not more than 6 % of aluminium

- not more than 5 % of tin

- not more than 4.5 % of zirconium

- not more than 1 % of niobium

- not more than 1 % of molybdenum

- not more than 0.5 % of silicon


	SUS 2016 07 Material is used as part feedstock to prepare electrodes for further melting

	167
	S
	New
	8108 20 00
	
	3962132/2015
	0632
	UK
	Appl
	Titanium alloy ingot,

- With a minimum height of 17.8cm, length of 180 cm and width of 48.3 cm,

- with a minimum weight of 680 kg,

- [produced by an electron beam cold hearth melting (EBCHM) process]

comprising at least:

- 3 % or more but not more than 7 % of aluminium

- not more than 3 % of tin

- not more than 5 % of zinc

- not more than 8 % of molybdenum


	SUS 2016 07 Material is used as part feedstock to prepare electrodes for further melting

	168
	S
	New
	8108 20 00
	
	3962108/2015
	0633
	UK
	Appl
	Titanium alloy ingot:

- With a minimum diameter of 63.5 cm and minimum length of 450 cm

- with a minimum weight of 6350kg,

- [produced by an electron beam cold hearth melting (EBCHM) process]

- comprising at least:

- 5.5 or more but not more than 6.7 % of aluminium,

- 3.7 % or more but not more than 4.9 % of vanadium


	SUS 2016 07 Material is used as part feedstock to prepare electrodes for further melting

	169
	S
	New
	8113 00 90
	
	3703091/2015
	0634
	DE
	Appl
	Spacer made from metal matrix composite aluminium silicon carbide (AlSiC) used for packaging in IGBT-modules
	ROUND 201607 End use of the imported goods : shoring in IGBT modules with or without integrated thermistor

	170
	S
	New
	8415 90 00
	
	3869484/2015
	0643
	PL
	Appl
	Removable receiver dryer made of aluminum with polyamide and ceramic elements, manufactured using arc welding:

- - with a length of 291 mm (+/- 1 mm)

- - with a diameter of 32 mm (+/- 1 mm)

- - with an internal purity expressed by:

- - permissible length of a spangle of not more than 0,2 mm and permissible thickness of not more than 0,06 mm,

- - permissible diameter of a solid particle of not more than 0,06 mm,

of a kind used in car air-conditioning systems
	SUS 2016 07 The receiver dryer is a part of car air-conditioning system. The receiver dryer is used for the separation of excessive humidity from the coolant in order to provide optimal functioning of the air conditioning

	171
	S
	New
	8415 90 00
	
	3869445/2015
	0642
	PL
	Appl
	Aluminum block with extruded, bent connector lines, manufactured using flame soldering, of a kind used in car air-conditioning systems
	SUS 2016 07 Aluminum block with connector lines is a part of car air-conditioning system. Manufacturing using flame soldering provides high durability and precision

	172
	S
	New
	8415 90 00
	
	3869472/2015
	0641
	PL
	Appl
	Removable receiver dryer with a connection block, made of aluminium with polyamide and ceramic elements , manufactured using arc welding:

- with a length of 166 mm (+/- 1 mm)

- with a diameter of 70 mm (+/- 1 mm)

- with a minimal internal capacity of not less than 280 cm3;

- with an internal purity expressed by permissible amount of impurities not greater than 0,9 mg/dm2;

- with a minimal water absorption of not less than 17 g.

of a kind used in car air-conditioning systems
	SUS 2016 07 The receiver dryer is a part of car air-conditioning system. The receiver dryer is used for the separation of excessive humidity from the coolant in order to provide optimal functioning of the air conditioning

	173
	S
	New
	8436 99 00
	
	3852368/2015
	0644
	HU
	Appl
	Parts for garden shredders, containing at least the following components:

- single-phase AC motor,

- epicyclic gearing,

- cutter blade


	SUS 2016 07 The imported product is a part used in the manufacture of garden shredders

	174
	S
	New
	8482 10 10
	
	4052383/2015
	0646
	TR
	Appl
	Ball bearings, with

- an external diameter of 21 mm or more but not more than 23 mm,

- a width with screw of 19 mm or more but not more than 23 mm,

- U-shaped plastic outer ring,

- Containing an assembly screw mounted to internal diameter and used as inner ring


	SUS 2016 07 Ball bearings used in refrigerator's shelf rails, to be able to handle heavy loads.

	175
	S
	New
	8482 10 90
	
	3812059/2015
	0645
	DE
	Appl
	Roller bearings, ball bearings:

- with an outside diameter of 90 mm (tolerance +/- 1 mm),

- with an inside diameter of 42 mm (tolerance +/- 1 mm),

- with a width of 20 mm (tolerance +/- 1 mm),

- with a data matrix code,

- whether or not they contain metal particle impurities, not larger than 600 µm,

- whether or not they are equipped with a duster,

for use in belt drive steering systems for motor vehicles
	ROUND 201607 ball bearings for use in belt-driven steering systems of motor vehicles

	176
	S
	New
	8501 10 10
	
	3869594/2015
	0653
	PL
	Appl
	Synchronous motor used in dishwashers with water flow control mechanism with dimensions of:

- a length without axle of 24 mm;

- a diameter of 49,3 mm

with the following characteristics:

- a rated voltage of 220V AC or more but not more than 240V AC;

- a rated frequency of 50Hz or more but not more than 60Hz;

- an input power of not more than 4W;

- a rotation speed of 4rpm or more but not more than 4,8rpm;

- an output torque of not more than 10kgf/cm


	SUS 2016 07 Permanent magnetized synchronous motor of an output power not exceeding 18W, propelling  water flow control mechanism used in dishwashers, having specially designed output shaft, enabling direct cooperation with the transmission located in the water flow control mechanism.

	177
	S
	New
	8501 10 99
	
	3893585/2015
	0652
	NL
	Appl
	Electric Actuator, used in turbochargers to adjust the waste gate opening.

- Based on an electric DC motor with an electric power of 10 to 15W

- With an integrated gear mechanisme to create a lineair motion

- generating a (pulling)force of at least 250N at 160°C elevated ambiant temperature

- generating a (pulling) force of at least 250N in each position of its stroke

- having an effective stroke of 15-20 mm

- With or without On Board Diagnostics inteface for feedback to the vehicle motor management system


	SUS 2016 07 Electric Actuator is the actuating component of a regulation. Being part of a fixed geometry turbocharger, the electric actuator adjusts the opening angle of a waste gate valve.

	178
	S
	New
	8501 10 99
	
	3869531/2015
	0654
	PL
	Appl
	DC motor:

- with a two-phase winding;

- with a rotor speed of not more than 6500 rpm when not loaded;

- with a rated voltage of 12,0 V;

- of a specified temperature range covering at least – 40 °C to + 165 °C;

- with or without a connecting pinion;

- with or without an engine connector


	SUS 2016 07 DC motors are an integral part of a car throttle. Their function is to provide correct rotation of the throttle valve which is responsible for supplying the correct amount of air to the car engine.

	179
	S


	New


	8501 31 00

8501 32 00
	
	3812069/2015


	0651


	DE


	Appl


	Brushless, permanently energised direct-current motor suitable for automotive requirements, with a set speed of a maximum of 4000 rpm and

- with a capacity of not less than 400 W but not more than 1.3 kW (@12V),

- with a flange diameter of not less than 90 mm but not more than 150 mm,

- with a length of a maximum of 190 mm, measured from the beginning of the shaft to its outer end,

- with a housing length of a maximum of 150 mm, measured from the flange to the outer end,

- with a two-part die-cast aluminium housing (basic housing including electrical components and flange with a minimum of 2 and a maximum of 6 mounting points), with a sealed connection (o-ring groove and protective grease),

- with a stator, with a single-tooth-single-direction winding design,

- with vertical motor-phase star connection in the connection box,

- with permanent surface magnets,

- with a skewed rotor design,

- with a 12/8 topology


	ROUND 201607 brushless, permanent-magnet synchronous motor



	180
	S
	New
	8505 11 00
	
	3869544/2015
	0655
	PL
	Appl
	Articles of an alloy of samarium and cobalt in the shape of flat bars with dimensions:

- a length of 30,4 mm (± 0,05 mm);

- a width of 12,5 mm (± 0,15 mm);

- a thickness of 6,9 mm (± 0,05 mm),

or composed of ferrites in the shape of a quarter sleeves with dimensions:

- a length of 46 mm (± 0,75 mm); 

- a width of 29,7 mm (± 0,2 mm),

intended to become permanent magnets after magnetization, of a kind used in car starters and devices extending the drive range of electric cars.
	SUS 2016 07 Samarium-cobalt and ferrite magnets are an essential parts of car starters and devices extending the range of electric cars

	181
	S
	New
	8506 50 10
	
	3869578/2015
	0656
	PL
	Appl
	Lithium cylindrical primary cells with:

- a diameter of 14.0 mm or more but not more than 17 mm;

- a length of 25.0 mm or more but not more than 51.0 mm;

- a voltage of 1.5 V or more, but not more than 3.6 V;

- a capacity of 0.80 Ah or more, but not more than 3.10 Ah


	SUS 2016 07 Goods listed in section 2 of the application are installed in the industrial battery packs. The cells combine with each other mechanically and electrically, and install the appropriate electronic components.

	182
	S
	New
	8512 20 00
	
	3869559/2015
	0657
	PL
	Appl
	Lighting module, mainly consisting of:

- two LEDs;

- glass or plastic lenses, focusing/scattering the light emitted by the LEDs;

- reflectors redirecting the light emitted by the LEDs,

in an aluminum housing with a radiator, mounted at a bracket with an actuator
	SUS 2016 07 The LED module also includes sleeves, bearings, gaskets, springs and wires for power and steering. The LED module, after being installed in a car produces both dipped beams and high beams that produce a much better illumination of the road in front of the car

	183
	S
	New
	8512 30 90
	
	3883431/2015
	0658
	SK
	Appl
	Warning buzzer of parking sensors system in a plastic casing operating on the piezo-mechanic principle, containing:

- printed circuit board,

- connector,

- whether or not metal holder

of a kind used in the manufacture of goods of Chapter 87  
	ROUND 201607 Warning buzzer used as a sound signalization in the interior of the automobile for the system of parking sensors

	184
	S
	New
	8518 90 00
	
	3887430/2015
	0659
	BE
	Appl
	Upper plate for loudspeaker magnet system of integrally punched, stamped and plated steel, in the shape of a disk, whether or not containing a hole in the center, of a kind used in car loudspeakers  
	ROUND 201607 Product and end-use : The upper plate is a part of the magnet system of a kind used in car loudspeakers.

	185
	S
	New
	8523 51 99
	
	3942665/2015
	0661
	SK
	Appl
	A special set of maps without the option for software upgrades recorded on SD memory card, designed for the navigation module displaying the maps on the screen, incorporated in the dashboard of the car for use in the manufacture of goods of Chapter 87

(2)
	ROUND 201607 Memory card to be incorporated in the navigation module located in the dashboard of the motor vehicle.

	186
	S
	New
	8529 90 92
	
	3694834/2015
	0662
	DE
	Appl
	Colour LCD module

- with a diagonal screen measurement of at least 14.48 cm and not more than 26 cm,

- with no touch screen,

- with backlight, micro-controller,

- with a CAN (Controller Area Network) controller, an LVDS (Low-Voltage Differential Signalling) interface and a CAN/power connector,

- without a signal processing module,

- with control electronics for pixel addressing only,

- in a housing,

- with a motorised mechanism for bringing the display out when it is needed (kinematic equipment),

for permanent installation in vehicles of the type classified under Chapter 87
	ROUND 201607 component display with kinematics End use of the imported goods : installation in passenger car / automobile

	187
	S
	New
	8536 69 90
	
	3863438/2015
	0664
	AT
	Appl
	Electrical sockets and plugs with a length of not more than 12,651 mm and a diameter of not more than 10,8 mm, [for use in the production of hearing aids]

(2)
	ROUND 201607 So-called „Micro-connectors“  for production of speech processors.

	188
	S
	New
	8536 90 85
	
	3703135/2015
	0663
	DE
	Appl
	Connection and contact element for connecting electrical circuits, for voltages below 1000 V

Alternatively:

Connection and contact element

- made of plastic and non-precious metals

- with a dimension of XX mm,

- for connecting electrical circuits, for voltages below 1000 V,

- for making contacts,

- in the form of housing for a sensor chip.


	ROUND 201607  End use of the imported goods :. Goods used to hold semiconductor circuits, which are then soldered on custom carrier devices

	189
	S
	New
	8537 10 91
	
	3883469/2015
	0667
	SK
	Appl
	Control unit for the maintenance of power mounted in a metal case with bracket, comprising connector and printed circuit board with a microprocessor of a kind used in the manufacture of goods of Chapter 87
	ROUND 201607 Maintaining power unit is a control unit consisting of control circuit, bypass control circuit and input-output parts.

	190
	S
	New
	8537 10 91
	
	3883456/2015
	0666
	SK
	Appl
	Fuse control module in plastic housing with mounting brackets comprising:

- sockets with or without fuses,

- connecting ports,

- printed circuit board with embedded microprocessor, micro switch and relay

of a kind used in the manufacture of goods of Chapter 87
	ROUND 201607 Smart interior fuse control module consists of sockets with or without fuses in a variety of colors and printed circuit board with embedded microprocessor, micro switch and relay

	191
	S
	New
	8537 10 99
	
	3887462/2015
	0665
	BE
	Appl
	Electronic control unit without memory, for a voltage of 12 V, for information exchange systems in vehicles (for connection of audio, telephony, navigation, camera and wireless car service) containing:

- 2 rotary knobs

- minimum 27 pushbuttons

- LED lights

- 2 integrated circuits for receiving and sending of control signals via the LIN-bus  


	ROUND 201607 The Secondary Information Display Control Panel mounted in the dashboard of a truck. It is used for audio, telephone, navigation, cameras and Dynafleet.

	192
	S
	New
	8538 90 99
	
	3883497/2015
	0673
	SK
	Appl
	Interior antenna receiving a coded signal from a remote control integrated in the car key, transmitting a signal to the control unit for the automatic unlocking of the car doors, comprising:

- antenna module in plastic housing,

- connection cable with a plug,

- at least two mounting brackets

of a kind used in the manufacture of goods of Chapter 87
	ROUND 201607 Interior antenna used for keyless entry system into the vehicle.

	193
	S
	New
	8538 90 99
	
	3863451/2015
	0671
	AT
	Appl
	Stake contacts

- of copper alloy Cu-ETP

- with head support and steak support of silver nickel alloy AgNi10

- with a thickness of head and steak support of not more than 0,3 mm [which is neither exceeded in the centre nor in the edge zone]


	ROUND 201607 stake contacts for relay production

	194
	S
	New
	8538 90 99
	
	3863464/2015
	0672
	AT
	Appl
	Stake contacts

- of copper

- with head and steak support of silver containing by weight 11.2 % (± 1.0 %) of tin oxide and of indium oxide taken together

- with a thickness of head and steak support of not more than 0,3 mm [which is neither exceeded in the centre nor in the edge zone]


	ROUND 201607 stake contacts for relay production

	195
	S
	New
	8544 30 00
	
	3883526/2015
	0674
	SK
	Appl
	Extension two core cable with two connectors for information transmission from rear axle wheel speed sensor, containing at least:

- one rubber grommet,

- one plastic conduit,

- one metal bracket for attachment

of a kind used in the manufacture of goods of Chapter 87
	ROUND 201607 Extension two core cable used for transmission of information from the speed sensor of the rear axle.

	196
	S
	New
	8544 42 90
	
	3863475/2015
	0675
	AT
	Appl
	Electric conductors for a voltage not exceeding 80 V, with a length of not more than 120 cm, fitted with connectors, for use in the manufacture of hearing aids, accessory kits and speech processors

(2)
	ROUND 201607 the components of highest technical level and approved as active implantable medical devices

	197
	S
	New
	8544 49 93
	
	3863495/2015
	0676
	AT
	Appl
	Electric conductors for a voltage not exceeding 80 V, of a platinum-iridium-alloy, coated with poly(tetrafluoroehtylene), without connectors, [for use in the manufacture of hearing aids, implants an speech processors]

(2)
	ROUND 201607 Medical wires which are used as microelectrodes for the production of cochlea implants

	198
	S
	New
	8708 40 50
	
	3883567/2015
	0681
	SK
	Appl
	Automatic hydrodynamic gearbox with a hydraulic torque converter without transfer box, cardan shaft and front differential for use in the production of Chapter 87(1) motor vehicles

(2)
	ROUND 201607 The automatic gearbox subsequently assembled and mounted on the drive mechanism of the vehicle using hydraulic platform jacks and electric hoists

	199
	S
	New
	8708 50 55
	
	3883541/2015
	0682
	SK
	Appl
	Sideshaft of car axle fitted on both ends with homokinetic hinges and splines of a kind used in the manufacture of goods of Chapter 87
	ROUND 201607 Sideshaft of car axle used to transfer power from the differential onto the wheel and it is composed of a steel rod ending with homokinetic hinges and splines.

	200
	S
	New
	8708 91 99
	
	3869504/2015
	0683
	PL
	Appl
	Inlet or outlet airtank manufactured using the gravity method of the EN AC 42100 aluminum alloy:

- with a machined insulating area flatness of not more than 0,1 mm;

- with a permissible particles quantity of 0,3 mg/part;

- with a porosity of the sealing area characterised by: the number of pores larger than 0,2 mm of not more than 3, permissible dimension of  a single pore of not more than 0,4 mm, distance between each of the pores of not less than 2 mm,

of a kind used in heat exchangers for car cooling systems
	SUS 2016 07 The inlet or outlet airtank is an integral part of a car heat exchanger of charge-air. In order to provide proper quality and durability, as well as, required anti-corrosion properties the airtanks are manufactured from the EN AC 42100 aluminum alloy.

	201
	S
	New
	8714 10 90
	
	3863546/2015
	0684
	DE
	Appl
	Water coolers of a kind used in motor bikes
	SUS 2016 07 The coolers are used for the production of motor bikes

	202
	S


	New


	8714 96 10


	
	3893618/2015


	0685


	NL

AT
	Appl

Co-Appl
	Pedals, for use in the manufacture of bicycles


	SUS 2016 07 A pedal is the part of the bicycle for the rider to put his feet on. The pedals are mounted on the crank arms. The crank’s function is to transfer muscle power into propulsion.



	203
	S


	New


	8714 99 90


	
	3893662/2015


	0686


	NL

AT
	Appl

Co-Appl
	Seat posts, for use in the manufacture of bicycles


	SUS 2016 07 A seatpost is a tubular part that is mounted on the frame of a bicycle with the function to hold the saddle.



	204
	S
	New
	9002 19 00
	
	3903852/2015
	0691
	FR
	Appl
	Infrared objective with motorised focus adjustment,

- running for wavelengths of 3-5μm,

- providing a clear picture from 50 m to infinity,

- with two fields of vision (a field size 3° x 2,25° and a field size 9° x 6,75 °),

- with a weight of not more than 230 g,

- with a length of not more than 88 mm,

- with a diameter of not more than 46 mm,

- athermalized,

of a kind used in thermal cameras, infrared binoculars, viewfinders of weapons
	ROUND 201607 Infrared motorized multi-purpose field, is used in the manufacture of cameras or binoculars or viewfinders of weapons, permitting vision observation, detection, recognition and identification of the day and night.

	205
	S
	New
	9607 20 10
	
	3961246/2015
	0692
	LT
	Appl
	Sliders, narrow tape with mounted zipper teeth, pin/boxes and other parts of slide fasteners, of base metal
	SUS 2016 07 Sliders from base metals are used for production of all types open-end two-way zippers

	206
	S
	New
	9607 20 90
	
	3961264/2015
	0693
	LT
	Appl
	Narrow strips mounted with plastic chain scoops
	SUS 2016 07 producing spiral zippers

	207
	S
	Amend
	ex 2008 99 91
	10
	1258034/2015
	0100
	SE
	Appl
	Chinese water chestnuts (Eleocharis dulcis or Eleocharis tuberosa) peeled, washed, blanched, chilled and individually quick-frozen for use in the manufacture of products of food industry for treatment other than simple repacking

(1)(2)
	ROUND 2016 07 proposal to align product description   ROUND 2016 01 chnage of classification form 07149020 to 20089991  Chinese water chestnuts (Eleocharis tuberosa), to be used as a raw material in the food industry, for the manufacture of vegetable mixtures and ready meals

	208
	S
	Amend
	ex 2009 89 99
	94
	948/06
	0101
	AT
	Appl
	Coconut water

- unfermented,

- not containing added spirit or sugar, and

- in immediate packing of a content of 50 litres or more

(1)
	ROUND 2015-07 description change + TARIC code change from 2009 89 99 93 to 2009 89 99 94  round 1.7.2012 = change request rejected, suspension continues unchanged  2009 80 99 93 -> new CN 2012

	209
	S
	Amend
	ex 2106 10 20
	10
	1959/3/2002
	0102
	IE
	Appl
	Preparation on the base of soya protein isolate,...

--- PL - Sep 2015 ---

Soya protein isolate, containing by weight 6,6 % or more but not more than 8,6 % of calcium phosphate
	Prolongation Exercise 1/1/2014  round 1.7.2012 = change request rejected, suspension continues unchanged

	210
	S
	Amend
	ex 2836 99 17
	20
	1887/1/2002
	0300
	FR
	Appl
	Zirconium (IV) basic carbonate with a purity of % 97 or more (CAS RN: 57219-64-4)

--- TR - Sep 2015 ---

Zirconium (IV) basic carbonate (CAS RN 57219-64-4)
	Prolongation Exercise 1/1/2014  HS 2007

	211
	S
	Amend
	ex 2903 39 29
	10
	3007585/2013
	0501
	UK
	Appl
	1H-Perfluorohexane (CAS RN 355-37-3)
	ROUND 07-2016 classification to be rediscussed  ROUND 01-2016 code changed following CN changes 2016 from 2903399087 to 2903392910  ROUND 2014-07-01: >> how the component is to be used: It is used for making fluoropolymer products as a process solvent media >> the manufacturing process being used : is used within the polymerisation reactor during the manufacture of fluoropolymers.  At the end of the reaction C6H are is recovered from the polymer and is recycled back to the reactor.  Additional C6H is added to make up for losses. >> what the finished product is : Fluoropolymer used as cable insulation, film, tubes etc

	212
	S


	Amend

	2905 32 00


	
	1158634/2015


	0502


	NL

BE

DE

ES

NL
	Appl

Opp

Opp

Opp

Opp
	Bio based propylene glycol (propane-1,2-diol) (CAS RN 57-55-6)

name agreed bewteen ETQG chemists -22.06.2015

Propane-1,2-diol  (CAS RN 57-55-6)

(IUPAC) UK-06-05.2015

Bio based α-propylene glycol (CAS RN 57-55-6)


	ROUND 2016-01 rejected following the objections  Unsaturated polyester resins; Airline de-icing fluids; Antifreeze; Heat transfer fluids; Agriculture adjuvents; Tobacco; Laundry detergents; Flavor concentrates; Pet food; Humectant in foods; Emulsifier in foods; Cosmetics/ personal care products; Pharma; Paints coatings inks; Cleaners; Water treatment



	213
	S


	Amend

	2918 29 00


	
	1138358/2015


	0503


	FR

DE

EU
	Appl

Opp

Opp
	Butyl 3-(3,5-di-tert-butyl-4-hydroxyphenyl)propanoate (CAS RN 52449-44-2), with an hydroxyl group content of more than 4,6 % by weight.

FR-05.05.2015 amended description - agreed between ETQG chemists

Benzenepropanoic acid, 3,5-bis(1,1-dimethylethyl)-4-hydroxy-, butyl ester (CAS RN 52449-44-2) with a hydroxyl group content of 4.6 % by weight or more

FR, DE 18.06.2015

Butyl 3,5-bis(1,1-dimethylethyl)-4-hydroxy- Benzenepropanoate, (CAS RN 52449-44-2) with a phenolic OH content of more than 4,6 % by weight.

UK -06.05.2015 proposal

Alternative wording:

3,5-Bis(1,1-dimethylethyl)-4-hydroxy- benzenepropanoic acid butyl ester (CAS RN 52449-44-2) [with a phenolic OH content of more than 4.6 % by weight]

DE-28.04.2015

Benzenepropanoic acid, 3,5-bis(1,1-dimethylethyl)-4-hydroxy-, butyl ester (CAS RN 52449-44-2) with a phenolic OH content of more than 4.6 % by weight


	ROUND 01-2016 Ingredient for advanced and complex industrial formulations of performance enhancing lubricant additives, lubricants and greases



	214
	S


	Amend

	ex 2922 29 00


	60


	1111511/2015


	0504


	BE

EU
	Appl


	Aclonifen (ISO) (CAS RN 74070-46-5)


	ROUND 07-2016 provisionally suspended for 6 months - to be rediscussed  ROUND 01-2016 provisionally suspended for 6 months  used in the production of herbicides



	215
	S
	Amend
	ex 2935 00 90
	41
	1118246/2015
	0505
	FR
	Appl
	Flazasulfuron (ISO) (CAS RN 104040-78-0) with a purity of 94 % by weight or more

--- BE - Sep 2015 ---

Flazasulfuron (ISO)(CAS RN 104040-78-0), with a purity of 97 % by weight or more
	RPUND 01-2016 used in the production of herbicides

	216
	S
	Amend
	ex 3201 90 90
	40
	1001767/2015
	0301
	UK
	Appl
	Reaction product of Acacia mearnsii extract, ammonium chloride and formaldehyde (CAS RN. 85029-52-3)
	ROUND 01-2016 The product is made up of modified tannins that are extracted from the bark of the Acacia, Wattle or Mimosa tree. These tannins form the basis of the ammonium tannate monomer

	217
	S


	Amend

	ex 3204 16 00


	20


	779822/2014


	0302


	UK

TR
	Appl

Opp
	Colourant Reactive Black 5 (CAS RN 17095-24-8) and preparations based thereon with a colourant Reactive Black 5 content of 60 % or more but not more than 75 % by weight, and including one or more of the following:

- Colourant Reactive Yellow 201 (CAS RN 27624-67-5),

- 1-Naphthalenesulphonicacid,4-amino-3-[[4-[[2-(sulphooxy)ethyl]sulphonyl]phenyl]azo]-, disodium salt (CAS RN 250688-43-8), or

- 3,5-diamino-4-[[4-[[2-(sulphooxy)ethyl]sulphonyl]fenyl]azo]-2-[[2-sulfo-4-[[2-(sulphooxy)ethyl]sulfonyl]phenyl]azobenzoic acid sodium salt (CAS RN 906532-68-1)


	ROUND 2016 07: objection ROUND 2016 01:request for an Amend  ROUND 2015-01-01 Reactive dye used in the manufacture of textiles /  garments



	218
	S


	Amend

	ex 3204 17 00


	45


	384794/2013

994086/2011


	0309


	NL

UK

BE

DE

DE

DE
	Appl

Appl

Co-Appl


	Colourant C.I. Pigment Yellow 174 (CAS RN 78952-72-4), highly resinated pigment (approx. 35 % disproportionate resin), with a purity of 98 % by weight or more, in the form of extruded beads with a moisture content of not more than 1 % by weight


	QUO 2015 07  ROUND 2015-01: roll-over / see "quotas"  ROUND 2014-07-01 (renewal/rollover)  ROUND 2014-01-01 (renewal/rollover) Type of product in which it is to be incorporated: offset printing inkt



	219
	S


	Amend

	ex 3204 17 00


	70


	329456/2011


	0303


	UK

NL

DE

BE
	Appl

Co-Appl

Opp


	Colourant C.I. Pigment Yellow 13 (CAS RN 5102-83-0 or CAS RN 15541-56-7) and preparations based thereon with a colourant C.I. Pigment Yellow 13 content of 60 % or more by weight


	SUS201507 objection against running measure  ROUND 2014-07-01: Request for an amended text description based on a classification committee decision that pigment preparations can only be used if the imported product contains 100% of a pigment. The proposed text description is the following: Dye C.I. Pigment Yellow 13 (CAS RN 5102-83-0 or CAS RN 6358-85-6 or 15541-56-7) and preparations based thereon with a Dye C.I. Pigment Yellow 13  content of 60% or more determined by high pressure liquid chromatography  1/7/2013 round: opposion has been withdrawn



	220
	S


	Amend

	ex 3212 10 00

ex 7607 20 90
	10

30
	3103123/2014


	0304


	UK


	Appl


	Metallised film:

- consisting of eight or more layers of aluminium  (CAS RN 7429-90-5) of a purity of 99,8 % or more,

- with an optical density of each aluminium layer of not more than 3.0,

- with each aluminium layer separated by a resin layer,

- on a carrier film of PET, and

- on rolls of up to 50 000 metres in length


	SUS201507 how the component is to be used For the colouration of detergents, toilet blocks and household cleaning liquids



	221
	S
	Amend
	ex 3701 30 00
	10
	1489/8/1994
	0305
	NL
	Appl
	(...) with a photopolymer layer of a thickness of 0,15 mm or more (...)

--- AT - Sep 2015 ---

Relief printing plate, of a kind used for printing on newsprint, consisting of a metal substrate coated with a photopolymer layer of a thickness of 0,2 mm or more but not more than 0,8 mm, not covered with a release film, of a total thickness of not more than 1 mm
	Prolongation Exercise 1/1/2014  XXI/1306/2/94

	222
	S


	Amend

	3812 20 90


	
	3015461/2014


	0306


	NL

DE

IT
	Appl

Opp

Opp
	Plasticizer, containing :

- bis(2-ethylhexyl)-1,4-benzene dicarboxylate (CAS RN 6422-86-2), and

- more than 10 % but not more than 60 % by weight of a reaction mixture containing 1,4-dibutyl terephthalate (CAS RN 1962-75-0), 1,4-bis(2-methylpropyl) terephthalate (CAS RN 18699-48-4) and 1-butyl-4-(2-methylpropyl) terephthalate (CAS RN 1020110-91-1)


	ROUND 2016 01:case resubmitted  ROUND 2015-07:A specialty plasticizer with improved fusion characteristics



	223
	S
	Amend
	ex 3824 90 92
	62
	1794/2/1997
	0307
	BE
	Appl
	α-Phenoxycarbonyl-ω-phenoxypoly[oxy(2,6-dibromo-1,4-phenylene) isopropylidene(3,5-dibromo-1,4-phenylene)oxycarbonyl]
	cycle 2015 01/CN change 3824 9097  Prolongation Exercise 1/1/2014  SH 2002: 3824 90 95 --> 3824 90 99 HS 2007, HS 2008

	224
	S


	Amend

	ex 3824 90 92


	84


	435/7/1992


	0308


	NL

FR
	Appl

Co-Appl
	Preparation consisting by weight of 83 % or more of 3a,4,7,7a-tetrahydro-4,7-methanoindene (dicyclopentadiene), a synthetic rubber, whether or not containing by weight 7 % or more of tricyclopentadiene, and:

- either an aluminium-alkyl compound,

- or an organic complex of tungsten

- or an organic complex of molybdenum


	Round 2016-01: request for change of classification:  New TARIC 38 24 90 92 84 instead of 38 24 90 93 45   Prolongation Exercise 1/1/2014  SH 2002: 3824 90 95 --> 3824 90 99 HS 2007, HS 2008



	225
	S


	Amend

	3901 10 10

3901 90 90


	
	1138534/2015


	0103


	FR

AT

NL

NL

UK

UK

BE
	Appl

Opp

Opp

Opp

Opp

Opp

Reserved
	Linear Low Density Polyethylene (LLDPE) (CAS RN 25087-34-7 or 60785-11-7), with :

- not more than 16 % by weight of butane, or butene and hexene,

- a melt flow rate of 0.7 g / 10 min or more, but not more than 4.0 g / 10 min,   

- a density of 0,915g / cm³ or more, but not more than 0,924g / cm³, and containing more than 80 % C14 content (measured using ISO 13833)

--- FR - Sep 2015 ---

FR proposal:

Linear Low Density Polyethylene (LLDPE) (CAS RN 25087-34-7 or 60785-11-7), with :

• not more than 16 % by weight of butane, or butene and hexene,

• a melt flow rate of 0.7 g / 10 min or more, but not more than 4.0 g / 10 min,

• a density of 0,915g / cm³ or more, but not more than 0,924g / cm³

• containing more than 80 % C14 content (measured using ISO 13833)

UK proposal:

Linear Low Density Polyethylene (LLDPE) (CAS RN 25087-34-7 or 60785-11-7), with :

- not more than 16 % by weight  of butane, or  butene and hexene,

- a melt flow rate of 0.7 g / 10 min or more, but not more than 4.0 g / 10 min,

- a density of 0,915g / cm³ or more, but not more than 0,924g / cm³, and

a biobased carbon content higher than 80 % (measured using ISO 13833)

Renewable Linear Low Density Polyethylene (LLDPE) (CAS RN 25087-34-7 or 60785-11-7), with :

- 16 % by weight or less of butene, or 16 % by weight or less of butene and hexene,

- a melt flow rate of 0.7 g / 10 min or more, but not more than 4.0 g / 10 min,

- a density of 0,915g / cm³ or more, but not more than 0,924g / cm³, and

- a biobased content higher than 80 % (measured by ISO 13833)


	ROUND 01-2016:Renewable LLDPE, a type of polyethylene (PE) made from a renewable source



	226
	S


	Amend

	3901 20 90


	
	1098327/2015


	0104


	DE

AT

BE

ES

FR

NL

TR

UK
	Appl

Opp

Opp

Opp

Opp

Opp

Opp

Opp
	revised text after the 2nd ETQG meeting:

High -density polyethylene ( HDPE) (CAS RN 25087-34-7 and CAS RN 9002-88-4 )

- with a butene comonomer content by weight of less than 5 %,

- a melt flow rate of 0,01 g / 10 min or more, but not more than 30,0 g / 10 min. (measured using ASTM D1238)] , at a temperature of 190 ° C/ 2,16 kg

- with a density of 0,946 g / cm3 or more, but not more than 0,966 g / cm3 ( measured using ASTM D792 ) and

- containing biobased carbon content of more than 90 % by weight (measured using ASTM D6866 )

UK text proposal:

High -density polyethylene ( HDPE)  (CAS RN 25087-34-7 and CAS RN 9002-88-4 )

- with a mass fraction of butene of less than 5

- a melt flow rate of 0.01 g / 10 min  or more, but not more than 30.0 g / 10 min. (measured using ASTM D1238)] , at a temperature of 190 ° C/ 2.16 kg

- with a density of 0.946 g / cm3 or more, but not more than 0.966 g / cm3 ( measured using ASTM D792 ) and

containing 90 % or more of renewable raw materials  (measured using ASTM D6866 )

DGT version:

High-density polyethylene (HDPE) made from renewable raw materials (CAS RN 25087-34-7 or CAS RN 9002-88-4) with

- a butene comonomer content by weight of less than 5  %,

- [a melt flow rate of 0.01 g/10 min or more, but not more than 30.0 g/10 min (measured in accordance with ASTM D1238)], measured at a temperature of 190°C and a load of 2.16 kg,

- a density of 0.946 g/cm3 or greater, but not more than 0.966 g/cm3 (measured in accordance with ASTM D792) and

- made up of at least 90 % renewable raw materials (measured in accordance with ASTM D6866).

DE-VERSION:

High-Density-Polyethylen (HDPE) aus nachwachsenden Rohstoffen (CAS RN 25087-34-7 oder CAS RN 9002-88-4) mit

- mit einem Masseanteil an Co-Monomer Buten von weniger als 5 GHT,

- [einem Schmelzindex von 0,01 g / 10 min. oder mehr, allerdings nicht mehr als 30,0 g / 10 min. (gemessen nach ASTM D1238)], gemessen bei einer Temperatur von 190 °C und einem Auflagegewicht von 2,16 kg

- mit einer Dichte von 0,946 g / cm3 oder höher, allerdings nicht mehr als 0,966 g / cm3 (gemessen nach ASTM D792) und

- aus mindestens 90 % nachwachsenden Rohstoffen (gemessen nach ASTM D6866)


	ROUND 01-2016:The Renewable HDPE, the subject of this application, is a type of polyethylene(PE) made from a renewable source



	227
	S


	Amend

	ex 3901 90 90


	82


	588603/2010

PROLONG 2016
	0112


	BE

FR
	Appl

Opp
	Copolymer of ethylene and methacrylic acid


	Prolongation Exercise 2016-01-01



	228
	S


	Amend

	ex 3907 99 90


	80


	611599/2010

PROLONG 2016
	0105


	NL


	Appl


	Copolymer, consisting of 72 % by weight or more of terephthalic acid and/ or derivatives thereof and cyclohexanedimethanol, completed with linear and/ or cyclic dioles


	Prolongation Exercise 2016-01-01



	229
	S


	Amend

	ex 3911 90 99


	35


	588621/2010

PROLONG 2016
	0111


	BE

FR
	Appl

Opp
	Alternated copolymer of ethylene and maleic anhydride (EMA)


	Prolongation Exercise 2016-01-01



	230
	S


	Amend

	ex 3919 10 80

ex 3919 90 00
	67

46
	1272/2008


	0106


	IE

NL
	Appl


	Self-adhesive reflecting sheet whether or not in segmented pieces (some pieces may or may not have a watermark):

- with or without an application tape layer coated on one side with adhesive

- consisting of a film of acrylic or vinyl polymer followed by a layer of poly(methyl methacrylate)  or  polycarbonate containing microprisms

- a layer of metallisation on the microprisms

- whether or not containing an additional layer of polyester and

- an adhesive with a final release sheet

--- IE - Sep 2015 ---

Self-adhesive reflecting sheet whether or not in segmented pieces:

- showing a regular pattern,

- with or without an application tape layer,

- consisting of a film of acrylic polymer followed by a layer of poly(methyl methacrylate) or polycarbonate containing microprisms,

- whether or not containing an additional layer of polyester and

- an adhesive with a final release sheet


	ROUND 2015-07-01: request for text Amend   Prolongation Exercise 1/1/2014



	231
	S


	Amend

	ex 3919 90 00


	48


	1282/2008

PROLONG 2015


	0107


	AT

BE

BE
	Appl


	Poly(vinyl chloride) film, on one side whether or not covered with a layer of plastic and

- an acrylic adhesive with an adhesive strength of 70 N/m or more,

- a release liner whether or not equiped with a modified release system

- with a total thickness without release liner of 78μm or more

--- NL - Sep 2015 ---

Transparent poly(vinyl chloride) film:

- coated on one side with an acrylic UV-sensitive adhesive with an adhesive strength of 70 N/m or more, which is reduced upon irradiation,

- with a polyester liner

- with a total thickness without release liner of 78 µm or more


	ROUND 2015-07-01: Request for text Amend


	232
	S


	Amend

	ex 3920 20 29


	92


	1154/2008


	0108


	IE

DE

UK
	Appl

Co-Appl

Co-Appl
	Mono-axial oriented film, of a total thickness of not more than 75µm, consisting of three or four layers, each layer containing a mixture of polypropylene and polyethylene, with a core layer whether or not containing titanium dioxide, having:

- a tensile strength in the machine direction of 120 MPa or more but not more than 270 MPa and

- a tensile strength in the transverse direction of 10 MPa or more but not more than 40 MPa

as determined by test method ASTM D882/ISO 527-3

--- IE - Sep 2015 ---

Mono-axial oriented film, of a total thickness of not more than 75 µm, consisting of two or three layers, each layer containing a mixture of polypropylene and polyethylene, with a core layer whether or not containing titanium dioxide, having:

- a tensile strength in the machine direction of 140 MPa or more but not more than 270 MPa and

- a tensile strength in the transverse direction of 20 MPa or more but not more than 40 MPa

as determined by test method ASTM D882/ISO 527-3


	Prolongation Exercise 1/1/2014



	233
	S


	Amend

	ex 3920 20 29


	93


	1176/2009

461/7/1999

PROLONG 2015
	0109


	IE

NL

FR
	Appl

Appl

Co-Appl
	Mono-axial oriented film, consisting of three layers, each layer consisting of a mixture of polypropylene and a copolymer of ethylene and vinyl acetate, with a core layer whether or not containing titanium dioxide, having:

- a thickness of 55 µm or more but not more than 97 µm,

- a tensile modulus in the machine direction of 0.30 GPa or more but not more than 1,45 GPa, and

- a tensile modulus in the transverse direction of 0,20 GPa or more but not more than 0.70 GPa

--- IE - Sep 2015 ---

Mono-axial oriented film, consisting of three layers, each layer consisting of a mixture of polypropylene and a copolymer of ethylene and vinyl acetate, having:

- a thickness of 55 µm or more but not more than 97 µm,

- a tensile modulus in the machine direction of 0,75 GPa or more but not more than 1,45 GPa, and

- a tensile modulus in the transverse direction of 0,20 GPa or more but not more than 0,55 GPa


	Prolongation Exercise 2015-01-01



	234
	S
	Amend
	ex 3920 99 59
	60
	1728/13/2002
	0110
	BE
	Appl
	"...a tensile strength at break of 20 MPa or more but not more than 55 MPa..."

--- BE - Sep 2015 ---

Film of a vinyl alcohol copolymer, soluble in cold water, of a thickness of 34 µm or more but not more than 90 µm, a tensile strength at break of 20 MPa or more but not more than 45 MPa and an elongation at break of 250 % or more but not more than 900 %
	Prolongation Exercise 1/1/2014

	235
	S
	Amend
	ex 6804 21 00
	10
	2989137/2014
	0711C
	AT
	Appl
	Discs

- of synthetic diamonds which are agglomerated with a metal alloy, ceramic alloy or plastic alloy,

- having a self-sharpening effect by constant release of the diamonds,

- suitable for abrasive cutting of wafers,

- whether or not containing a hole in the centre,

- whether or not on a support

- with a weight of not more than 377 g per piece and

- with an external diameter of not more than 206 mm

--- AT/COM - Oct 2015 ---

Discs

- of synthetic diamonds which are agglomerated with a metal alloy, ceramic alloy or plastic alloy,

- having a self-sharpening effect by constant release of the diamonds,

- suitable for abrasive cutting of wafers,

- whether or not containing a hole in the centre,

- whether or not on a support


	ROUND 2015-07 >precision grinding-, polishing and cutting discs for semiconductor industry

	236
	S
	Amend
	ex 6813 89 00
	10
	1635/5/1999
	0712C
	DE
	Appl
	Friction material, of a thickness of less than 20 mm, not mounted, for the manufacture of friction components [of a kind used in automatic and non-automatic transmissions and clutches or in clutch and brake systems]

--- AT - Sep 2015 ---

Friction material, of a thickness of less than 20 mm, not mounted, for the manufacture of friction components of a kind used in automatic transmissions and clutches

(2)
	Prolongation Exercise 1/1/2014  6813 90 90 10 --> 6813 90 00 10 (CN 2006) HS 2007

	237
	S


	Amend

	ex 7019 19 10


	55


	1220/8/2003

PROLONG 2015
	0721C


	DE

CZ
	Appl


	Glass cord impregnated with rubber or plastic, obtained from K- or U-glass filaments, made up of:

(...)

- not more than 2 % of boron oxide

(...)

--- PL - Sep 2015 ---

Glass cord impregnated with rubber or plastic, obtained from K- or U-glass filaments, made up of:

- 9 % or more but not more than 16 % of magnesium oxide,

- 19 % or more but not more than 25 % of aluminium oxide,

- 0 % or more but not more than 2 % of boron oxide,

- without calcium oxide,

coated with a latex comprising at least a resorcinol- formaldehyde resin and chlorosulphonated polyethylene


	Prolongation Exercise 2015-01-01



	238
	S


	Amend

	ex 7606 12 92


	40


	1165126/2015


	0722O


	FI

DE

FR

EL
	Appl

Opp

Opp


	Cold rolled sheets of aluminium alloy conforming to EN standard AW-3104 H19

- of a thickness of 0,245 mm or more but not more than 0,280 mm,

- of a width of 1589 mm or more but not more than 1736 mm,

for use in the manufacture of beverage cans

(2)


	ROUND 2016-01: >> commercial denomination: aluminum can body stock >> mode of operation: industrial manufacturing (aluminum body stock is machined into aluminum can)



	239
	S
	Amend
	ex 7616 9910
	30
	3155592/2014
	0723C
	PL
	Appl
	Aluminium engine bracket, with dimensions of:
- height of more than 10 mm but not more than 200 mm

- width of more than 10 mm but not more than 200 mm

- length of more than 10 mm but not more than 200 mm
equipped with at least two fixing holes, made of aluminium alloys ENAC-46100 or ENAC-42100 (based on the norm EN:1706) with following characteristics:
- internal porosity not more than 1 mm;

- outer porosity not more than 2 mm;

- Rockwell hardness HRB 10 or more
of a kind used in the production of suspensions systems for engines in motor vehicles
	ROUND 2016 07

Intended introduction of double classification

ROUND 2015-07

Aluminum bracket being the component of the car engine suspension elements

	240
	S
	Amend
	ex 8407 90 10
	10
	949/2006
	0741C
	EU
	Appl
	(...) garden shredders or leaf blowers of subheading 8436 80 90 (...)

--- AT - Sep 2015 ---

Four-stroke petrol engines of a cylinder capacity of not more than 250 cm³ for use in the manufacture of lawnmowers of subheading 8433 11, mowers with motor of subheading 8433 20 10, rotovators of subheading 8432 29 50, garden shredders of subheading 8436 80 90 or scarifiers of subheading 8432 29 10

(2)
	1.1.06 = suspension

	241
	S


	Amend

	ex 8408 90 43

ex 8408 90 45

ex 8408 90 47
	30

20

30
	329537/2012


	0742C


	UK


	Appl


	Compression-ignition engine, liquid cooled, having

- 4 Cylinder, 4 cycle,

- a capacity of not more than 3850 cm³, and

- a rated output of 15 kW or more but not more than 55 kW,

for use in the manufacture of vehicles of heading 8427

--- PL - Sep 2015 ---

4 Cylinder, 4 cycle, liquid cooled, compression-ignition engine having:

- a capacity of not more than 3850 cm³, and

- a rated output of 15 kW or more but not more than 55 kW,

for use in the manufacture of vehicles of heading 8427

(2)


	4 cylinder, 4 cycle, liquid cooled, compression-ignition engine for use in the manufacture of vehicles of heading 8427



	242
	S
	Amend
	ex 8408 90 47
	40
	366170/2013
	0743C
	UK
	Appl
	Compression-ignition engine, liquid cooled, having:

- 4 Cylinder, 4 cycle,

- a capacity of not more than 3 850 cm³,

- a rated output of 55 kW or more but not more than 85 kW,

for use in the manufacture of vehicles of heading 8427

--- COM/TXD - Oct 2015 ---

Compression-ignition engine, liquid cooled, having:

- 4 Cylinder, 4 cycle,

- a capacity of not more than 3 850 cm³,

- a rated output of 55 kW or more but not more than 85 kW,

for use in the manufacture of vehicles of heading 8427

--- PL - Sep 2015 ---

4 Cylinder, 4 cycle, liquid cooled, compression-ignition engine having:

- a capacity of not more than 3 850 cm³,

- a rated output of 55 kW or more but not more than 85 kW,

for use in the manufacture of vehicles of heading 8427

(2)
	ROUND 2014-01-01: >> how the component is to be used, Used in the assembly of fork-lift trucks >> the manufacturing process being used, Assembly >> what the finished product is Fork-lift trucks

	243
	S


	Amend

	ex 8479 89 97


	60


	527496/2014


	0744C


	IE

AT
	Appl


	Bioreactor for biopharmaceutical cell culture (having interior surfaces of type 316L austenitic stainless steel) with a process capacity of 50 litres, 500 litres, 3,000 litres, 5,000 litres, 10,000 litres or 15,000 litres, whether or not combined with a “clean-in-process” system or a dedicated paired media hold vessel

--- IE - Sep 2015 ---

Bioreactor for biopharmaceutical cell culture (having interior surfaces of type 316L austenitic stainless steel) with a process capacity of 50 litres, 500 litres, 3 000 litres or 10 000 litres, whether or not combined with a “clean-in-process” system


	ROUND 2015-01 A Bioreactor for biopharmaceutical service is a device or system meant to grow cells or tissues in an otherwise sterile, non-contaminated environment



	244
	S


	Amend

	ex 8482 10 10


	20


	847423/2014


	0745C


	SK

AT
	Appl


	Ball bearings:

- with an internal diameter of 3 mm or more,

- with an external diameter of not more than 100 mm,

- with a width of not more than 40 mm,

- whether or not equipped with a duster,

for use in the manufacture of belt drive steering systems of motor, electric power steering systems and steering gears.

--- PL - Sep 2015 ---

Ball bearings:

- with an internal diameter of 10 mm or more,

- with an external diameter of not more than 30 mm,

- with a width of not more than 10 mm,

- whether or not equipped with a duster,

for use in the manufacture of belt drive steering systems of motor

(2)


	ROUND 2015-01-01 Ball bearing, which ensures rotation of the torque sensor in the electro-motor of the belt drive steering system.



	245
	S


	Amend

	ex 8501 32 00

ex 8501 33 00
	60

15
	3104160/2014


	0751C


	UK


	Appl


	Traction motor, with:

- a torque output of 200 Nm or more but not more than 300 Nm

- a power output of 50 kW or more but not more than 100 kW

- a # rated or maximum # speed of not more than 12 500 rpm

for use in the manufacture of electric vehicles

--- PL - Sep 2015 ---

Traction motor, with:

- a torque output of 200 Nm or more but not more than 300 Nm

- a power output of 50 kW or more but not more than 100 kW

- a speed of not more than 12 500 rpm

for use in the manufacture of electric vehicles

(2)


	SUSP 201507: how the component is to be used Used in the manufacture of electric vehicles



	246
	S


	Amend

	ex 8507 10 20


	30


	3087265/2013


	0752C


	NL

AT
	Appl

Co-Appl
	Lead-acid accumulators or modules, of a kind used for starting piston engines with

- a nominal capacity of not more 32 Ah,

- a length of not more than 205 mm,

- a width of not more than 130 mm and

- a height of not more than 190 mm

for use in the manufacture of articles of heading 8711

--- PL - Sep 2015 ---

Lead-acid accumulators or modules, of a kind used for starting piston engines with

- a nominal capacity of not more 32 Ah,

- a length of not more than 205 mm,

- a width of not more than 130 mm and

- a height of not more than 190 mm

for use in the manufacture of articles of CN-code 8711

(2)


	SUS201507 change request  ROUND 2014-07-01 >> Mode of operation: A combination of lead dioxide and sulfuric acid causes a reaction which generates power after which a peak current is created for the starting and operating of engines >> Type of product in which it is to be incorporated: Motorbikes, mopeds, scooters, lawnmowers



	247
	S
	Amend
	ex 8507 60 00
	63
	1095345/2012
	0753C
	NL
	Appl
	Lithium-ion rechargeable batteries, with:

- a length of 700 mm or more, but not more than 2 820 mm

- a width of 935 mm or more, but not more than 1 660 mm

- a height of 85 mm or more, but not more than 700 mm

- a weight of 280 kg or more, but not more than 700 kg

- a maximum power of not more than 130 kWh

--- NL - Sep 2015 ---

Lithium-ion rechargeable batteries, with:

- a length of 1 475 mm or more, but not more than 2 820 mm

- a width of 935 mm or more, but not more than 1 660 mm

- a height of 260 mm or more, but not more than 600 mm

- a weight of 320 kg or more, but not more than 700 kg

- a power of not more than 130 kWh


	ROUND 2016 01 request for an Amend  ROUND 2015-07 description change request  Proposal for 1/1/2014 round: Text Amend: Lithium-ion rechargeable batteries, with:  •a length of 1475 mm or more, but not more than 1515 mm  •a width of 935 mm or more, but not more than 1375 mm  •a height of 260 mm or more, but not more than 270 mm  •a weight of 320 kg or more, but not more than 330 kg  •a nominal capacity of 18,4 Ah or more but not more than 130 Ah,  •put up in packs of 12 or 16 modules  ROUND 2013-07-01: The product is a rechargeable electric vehicle battery used for propulsion and operation of electric vehicles that may include; electric cars, trucks, and vans

	248
	S


	Amend

	ex 8508 70 00

ex 8537 10 99
	10

96
	622601/2010

PROLONG 2016
	0754C


	HU


	Appl


	Electronic circuit card without separate housing for actuating and controlling vacuum cleaner brushes powered by not more than 300 W


	Prolongation Exercise 2016-01-01; SUS 2016 01: Question raised "The power of 300 W concerns engine?"



	249
	S
	Amend
	ex 8512 20 00
	10
	3033338/2014
	0755C
	SK
	Appl
	Fog lamps with galvanised inner surface, containing:

- plastic holder with three or more brackets,

- one or more 12 V bulbs,

- connector,

- plastic cover,

- whether or not the connection cable

for use in the manufacture of goods of Chapter 87

--- SK - Sep 2015 ---

Fog lamps with galvanised inner surface, containing:

- plastic holder with four or more brackets,

- one or more, but not more than two 12 V bulbs,

- connection cable with a connector,

- plastic cover

for use in the manufacture of  goods of chapter 87

(2)
	ROUND 2015-07 Fog lamps (lamps used in a foggy weather) mounted on the front and rear bumper of the car through a plastic holder.

	250
	S


	Amend

	ex 8525 80 19


	25


	235034/2009

PROLONG 2015
	0761C


	DE


	Appl


	Long wavelength infrared camera (LWIR camera) (according to ISO/TS 16949), with:

- a sensitivity in the wavelength area of 7,5 μm or more, but not more than 17 μm,

- a resolution of up to 640 × 512 pixels,

- a weight of not more than 400 g,

- measurements of not more than 70 mm × 86 mm × 82 mm,

- whether or not in a housing 

- with automotive- qualified plug and

- a deviation of the output signal over the entire work temperature range of not more than 20 %

--- AT - Sep 2015 ---

Long wavelength infrared camera (LWIR camera) (according to ISO/TS 16949), with:

- a sensitivity in the wavelength area of 8 μm or more, but not more than 14 μm,

- a resolution of 324 × 256 pixels,

- a weight of not more than 400 g,

- measurements of not more than 70 mm × 67 mm × 75 mm,

- a waterproof housing and an automotive- qualified plug and

- a deviation of the output signal over the entire work temperature range of not more than 20 %


	Prolongation Exercise 2015-01-01



	251
	S


	Amend

	ex 8526 91 20

ex 8527 29 00


	80

10


	170226/2010


	0762R


	UK

DE

ES

PL

CZ

PT

PT
	Appl

Opp

Opp

Opp


	Integrated audio module (IAM) with a digital video output for connection to an LCD touch screen monitor, interfaced over the Media Oriented Systems Transport (MOST) network and transported over the MOST High protocol, with or without

- a printed circuit board (PCB) containing a Global Positioning System (GPS) receiver, a gyroscope, and a Traffic Message Channel (TMC) tuner,

- a hard disk drive supporting multiple maps,

- a HD radio,

- a voice recognition system,

- a CD and DVD drive,

and including

- Bluetooth, MP3 and USB input connectivity,

- a voltage of 10 V or more but not more than 16 V,

for the use in the manufacture of vehicles in Chapter 87

(2)


	ROUND 2015-07: reassessment of classification (CN code 8527 2900 affected)  Proposal for 1/1/2014 round: amended text: Integrated audio module (IAM) with a digital video output for connection to an LCD touch screen monitor, interfaced over the Media Oriented Systems Transport (MOST) network and transported over the MOST High protocol, with or without  -a printed circuit board (PCB) containing a Global Positioning System (GPS) receiver, a gyroscope, and a Traffic Message Channel (TMC) tuner, -a hard disk drive supporting multiple maps, -a HD radio, -a voice recognition system, -a CD and DVD drive, and including -Bluetooth, MP3 and USB input connectivity, -a voltage of 10 V or more but not more than 16 V, for the use in the manufacture of vehicles in Chapter 87 (1)  ROUND 2013-07-01 - UK: request for Amend of goods description: bullet point 5 (a connection to an external CD and DVD drive) -> "connection to an external" should be removed



	252
	S
	Amend
	ex 8529 90 92
	35
	1098729/2015
	0763C
	DE
	Appl
	(...) for use in the manufacture (...) [1]

LCD modules with:

- a diagonal measurement of the screen of 14,5 cm or more but not more than 25,5 cm,

- a LED backlight,

- a printed circuit board with EPROM, microcontroller, timing controller, LIN bus driver module and other active and passive components,

- an 8 pin plug for power supply and 4- pin LVDS interface,

- whether or not in a housing,

for permanent incorporation or permanent mounting into motor vehicles of chapter 87
	ROUND 01-2016 The displays operate like ordinary electronic screens. They are used in motor vehicles primarily for the display of navigation, audio, setting and vehicle information

	253
	S
	Amend
	ex 8529 90 92
	36
	1093297/2015
	0764C
	DE
	Appl
	(...) for use in the manufacture (...) [1]

LCD module with:

- a diagonal measurement of the screen of 14,5 cm or more but not more than 20,3 cm,

- or without a touch screen,

- an LED backlight,

- a printed circuit board with EEPROM, microcontroller, LVDS receiver and other active and passive components,

- a 12 pin plug for power supply and CAN and LVDS interfaces,

- in a housing with monitor and other control functions,

suitable for installation in motor vehicles of chapter 87
	ROUND 01-2016 displays work like conventional electronic screens. In motor vehicles they act as a digital display for navigation, audio, settings and vehicle information.

	254
	S
	Amend
	ex 8529 90 92
	55
	816713/2014
	0765C
	PL
	Appl
	(...) for use in the manufacture (...) [1]

OLED modules, consisting of one or more TFT glass or plastic cells, containing organic material, not combined with touch screen facilities and one or more printed circuit boards with control electronics for pixel addressing, of a kind used in the manufacture of TV sets and monitors
	ROUND 2015-01 To be used in production of  monitors and OLED TV sets. OLED module is protected by cover and is mounted in TV or monitor cabinet. It is connected with main PCB with a cable

	255
	S
	Amend
	ex 8535 90 00
	20
	1160/2008
	0766C
	PL
	Appl
	Printed circuit board in the form of plates consisting of isolating material with electrical connections and solder points, for use in the manufacture of # back-light # units for LCD modules

--- PL - Sep 2015 ---

Printed circuit board in the form of plates consisting of isolating material with electrical connections and solder points, for use in the manufacture of back light units for LCD modules

(2)
	Prolongation Exercise 1/1/2014

	256
	S


	Amend

	8537 10 91


	
	1167147/2015


	0767R


	PL

TR
	Appl

Opp
	Programmable electronic user interface for data processing of refrigerating equipment, operating through the asynchronous communication system, including:

- 5 or more touchless keys,

- two-digit, seven segment LED display,

- connector for LCD display,

- connector for DC supply voltage of 11 or more but not more than 15V,

- one or more DC control modules with output power of not more than 10W,

- plastic components for backlight unit

- other electronic components

--- ETQG/PL(UK) - May 2015 ---

Programmable electronic user interface for data processing of refrigerating equipment, operating through the asynchronous communication system, including:

- 5 or more touchless keys,

- two-digit, seven segment LED display,

- connector for LCD display,

- connector for DC supply voltage of 11 or more but not more than 15V,

- one or more DC control modules with output power of not more than 10W,

- plastic components for backlight unit

--- UK - May 2015 ---

Programmable electronic user interface (i.e. User Interface) for data processing of refrigerating equipment, operating through the asynchronous communication system, including:

- not less than 5 touchless keys,

- two-digit, seven segment LED display,

- connector for LCD display,

- connector for supply voltage of 11-15VDC,

- at least one DC control module with output power of not more than 10W,

- plastic components for backlight unit,

- other components, i.e. capacitors, resistors, connectors, diodes, stabilizers, transistors.


	ROUND 2016-01 Electronic user interface used in the production of household refrigerators. The component is usually installed on the door of the machine and its main function is to enable the user to control the parameters of the device.



	257
	S


	Amend

	8537 10 91


	
	1167179/2015


	0768R


	PL

TR
	Appl

Opp
	Electronic modules of dishwasher appliances, whether or not with a housing, based on a printed circuit board with logic and programmed circuits and other electronics parts such as connectors, capacitors, coils or resistors, at a supply voltage of 230 VAC, containing following blocks:

- 4 or more control circuits at 230 VAC with output power of not more than 50W

- one, two-way circuit of 230 VAC with a output power of not less than 1800 W for heater control,

- integrated electrical connectors for connecting external electronic modules operating by means of asynchronous communication,

- motor control unit with a power of less than 150 W

- at least one circuit control with a voltage of not more than 15 VDC

--- UK - May 2015 ---

Electronic modules of dishwasher appliance, whether or not with a housing, based on a printed circuit board with logic and programmed circuits and other electronics parts such as connectors, capacitors, coils or resistors, at a supply voltage of 230 VAC, containing following blocks:

- not less than 4 control circuits at 230 VAC with output power of not more than 50W

- one, two-way circuit of 230 VAC with a output power of not less than 1800 W for heater control,

- integrated electrical connectors for connecting external electronic modules operating by means of asynchronous communication,

- motor control unit with a power of less than 150 W

- at least one circuit control with a voltage of not more than 15 VDC


	ROUND 2016-01: The electronic module is used in manufacturing of dishwashers. Its main role in a dishwasher is processing and analysis of data concerning working parameters of a dishwasher.



	258
	S
	Amend
	ex 8537 10 91
	40
	3081262/2013
	0769C
	PL
	Appl
	Electronic control units, manufactured according to class 2 of IPC-A-610E standard, with a main power input of 208 V AC or more but not more than  400 V AC, a logic power input of 24 V DC, with or without a PCBA board(s) with logic and programmable or not programmable circuits and other electronic parts as connectors, capacitors, coils or resistors equipped at least with:

- contactors,

- an automatic circuit breaker,

- internal connecting cables,

- a main power switch,

- electrical connectors or cables for connecting external devices,

- a metal casing with dimension of 281 mm x 180 mm x 75 mm or more, but not more than 630 mm x 420 mm x 230 mm,

used for controlling and powering machines of a kind used for recycling or sorting of plastic, metal or glass packaging

--- PL - Sep 2015 ---

Electronic control units, manufactured according to class 2 of IPC-A-610E standard, with a main power input of 400 V AC, a logic power input of 24 V DC, equipped at least with:

- a PCBA board(s) with logic and programmable circuits and other electronic parts as connectors, capacitors, coils or resistors,

- contactors,

- an automatic circuit breaker,

- a fuse,

- internal connecting cables,

- a main power switch,

- electrical connectors or cables for connecting external devices,

- a metal casing with dimension of 370 x 300 x 80 mm or more, but not more than 570 x 420 x 125 mm,

used for controlling and powering machines of a kind used for recycling or sorting of plastic, metal or glass packaging
	ROUND 2014-07-01 >> Commercial denomination: Power box >> Function: Power box is an electronic device used for controlling and powering of a recycling and sorting machine for glass, plastic or metal packaging. Power box contains: a PCBA board with adders and programmable circuits as well as resistors, capacitors, electrical connectors, a fuse, 24 V power supply, and metal casing

	259
	S
	Amend
	ex 8708 30 10
	10
	3104087/2014
	0781C
	UK
	Appl
	Motor powered brake actuation unit

- with a rating of 13.5 V (±0.5V) and

- a ball screw mechanism to control brake fluid pressure in the master cylinder

for use in the manufacture of electric motor vehicles

--- UK - Sep 2015 ---

Brake unit assembly comprising

- electric control brake,

- stroke sensor,

- VDC (vehicle dynamic control) and

- backup power source

for use in the manufacture of vehicles

(2)
	SUS201507 how the component is to be used Used in the manufacture of electric vehicles

	260
	S


	Amend

	ex 9001 50 41

ex 9001 50 49
	20

20
	825118/2014


	0791C


	FR


	Appl


	Organic uncut corrective eyeglass lens, both sides finished, round in shape, of a kind used to be processed in order to be adapted to a pair of glasses

--- DE - Sep 2015 ---

Round organic uncut corrective eyeglass lens, finished on both sides:

- of a diameter of 4,9 cm or more but not more than 8,2 cm,

- of a height of 0,5 cm or more but not more than 1,2 cm, measured when the lens is laid on a flat surface from the horizontal plane to the lens front surface optical centre

of a kind used to be processed in order to be adapted to a pair of glasses


	ROUND 2015-01-01 The product is an ophthalmic lens for glasses adaptable to the vision correction of the wearer, worked on both surfaces, receiving the appropriate treatments and having to be adapted on a pair of glasses.



	261
	S
	Amend
	ex 9001 50 80
	20
	824923/2014
	0792C
	FR
	Appl
	Organic uncut corrective eyeglass lens, one side finished only, round in shape, of a kind used to be processed in order to be adapted to a pair of glasses

--- DE - Sep 2015 ---

Round organic uncut corrective eyeglass lens, finished on one side:

- of a diameter of 5,9 cm or more but not more than 8,5 cm

- of a height of 1,2 cm or more but not more than 2,7 cm, measured when the lens is laid on a flat surface from the horizontal plane to the lens front surface optical centre

of a kind used to be processed in order to be adapted to a pair of glasses
	ROUND 2015-01-01 The product is an ophthalmic lens for glasses adaptable to the vision correction of the wearer, worked on both surfaces, receiving the appropriate treatments and having to be adapted on a pair of glasses.

	262
	S
	Amend
	ex 9002 11 00
	70
	276699/2012
	0793C
	AT
	Appl
	Lenses

- measuring not more than 180 mm×100 mm×100 mm at a maximum focal length of more than 200 mm,

- with an etendue of 7 steradian mm² or better, and

- with a zoom ratio of 16 times

of a kind used for the production of visualizers or live image cameras
	The objectives will be incorporated into visualizers and live image cameras.  SUS 2016 07 comments raised - "Meaning of word 'etendue'"

	263
	S
	Amend
	ex 9025 80 40
	40
	706851/2014
	0794C
	DE
	Appl
	Electronic semiconductor sensor for measuring of leastwise two of the following quantities

- Atmospheric pressure

- Temperature (also for temperature compensation),

- Humidity,

where applicable also to detect volatile organic compounds in a housing suitable for the automatic printing of conductor boards or Bare Die technology, mainly consisting of a combination of:

- one or more monolithic application-specific integrated circuits (ASIC),

- one or more microelectromechanical sensor elements (MEMS) manufactured with semiconductor technology, with mechanical components arranged in three-dimensional structures on the semiconductor material,

of a kind used for incorporation into products of Chapters 84-90 and 95

--- DE - Sep 2015 ---

Electronic temperature, atmospheric pressure and humidity sensor (environmental sensor) in a housing suitable for the automatic printing of conductor boards, mainly consisting of a combination of:

- one or more monolithic application-specific integrated circuits (ASIC),

- one or more microelectromechanical sensor elements (MEMS) manufactured with semiconductor technology, with mechanical components arranged in three-dimensional structures on the semiconductor material

of a kind used for incorporation into products of Chapters 84-90 and 95
	ROUND 2015-01-01 >> Mode of operation:Measurement of environmental impacts, processing of the measurement results and display of the latter via an interface >> Intended use:Testing and calibration, followed by incorporation into various applications in telecommunications, data processing, medical and automotive technology

	264
	S
	Amend
	ex 9029 10 00
	20
	362868/2013
	0795C
	DE
	Appl
	Device for measuring wheel speed in vehicles (semi-conductor wheel speed sensor), consisting of:

- a monolithic integrated circuit in a housing, and

- one or more discrete SMD capacitors connected in parallel to the integrated circuit

- whether or not with integrated permanent magnets

for detecting the movement of a pulse generator
	ROUND 2016 07 Change of classification from 9029 1000 20 into ex 9031 8038  ROUND 2014-01-01 >> Commercial denomination: Differential Hall effect sensor ICs Type TLEXXXXX >> Mode of operation: This is a semiconductor wheel speed sensor which uses the Hall effect to measure the change in a magnetic flux produced by rotating pulse generators on the wheel of a vehicle. >> Intended use: Applications measuring rotational speed in motor vehicles >> End-use: Fitted to motor vehicles

	265
	S


	Amend

	ex 9031 80 38


	40


	706834/2014


	0796C


	DE

FI
	Appl


	Electronic semiconductor sensor for measuring one or more of following quantities

- acceleration and/or

- angular rate,

- whether or not in combination with a magnetic field sensor;

in a housing suitable for the automatic printing of conductor boards or Bare Die technology, mainly consisting of an inseparable combination of:

- one or more monolithic application-specific integrated circuits (ASIC),

- one or more microelectromechanical sensor elements (MEMS) manufactured with semiconductor technology, with mechanical components arranged in three-dimensional structures on the semiconductor material,

- were applicable also with an integrated microcontroller

of a kind used for incorporation into products of Chapters 84-90 and 95

--- DE- Sep 2015 ---

Electronic accelerometer and magnetic field and angular-speed detector (orientation-sensor)  in a housing suitable for the automatic printing of conductor boards, mainly consisting of an inseparable combination of:

- one or more monolithic application-specific integrated circuits (ASIC)

- one or more microelectromechanical sensor elements (MEMS) manufactured with semiconductor technology, with mechanical components arranged in three-dimensional structures on the semiconductor material,

of a kind used for incorporation into products of Chapters 84-90 and 95


	ROUND 2015-01-01 >> Mode of operation:Measurement of linear, longitudinal, and lateral acceleration and compass direction on at least three perpendicular axes across a range of applications, control of the functions of the different sensors, processing of the measurement results and display of the latter via an interface >> Intended use: Testing and calibration, followed by incorporation into various applications in telecommunications, data processing, medical and automotive technology



	266
	S


	Amend

	ex 9401 90 80


	20


	372424/2013


	0797C


	SK

PL
	Appl


	Sidemember with a thickness of 0,8 mm or more but not more than 3,0 mm, used in the manufacture of reclining car seats

--- PL - Sep 2015 ---

Sidemember with a thickness of 0,8 or more but not more than 3,0 mm, used in the manufacture of reclining car seats

(2)


	ROUND 2014-01-01: >> Commercial denomination: Sidemembers for the manufacture of reclining car seats >> Mode of operation: Sidemembers are the main carrier construction part of the seat or the rest. Their assembly constitutes the fundamental skeleton of the seat, to which other functional or safety components of the seat are fixed.  >> Intended use of the imported product: The sidemember is fixed to the welding formulation of the welding robot. After its initiation the formulation puts the sidemember into the correct position towards the other parts of the seat. The welding robot follows the inserted parameters and welds the particular part to the construction. After the welding, the semi-processed part is transferred for other welding where other parts of the seat are added. After the end of welding the whole construction can be painted (if required by the customer) in order to increase the corrosion resistance.




	(1)
	However, the measure is not allowed where processing is carried out by retail or catering undertakings.

	(2)
	Suspension of duties is subject to Articles 291 to 300 of Commission Regulation (EEC) No 2454/93 of 2 July 1993 laying down provisions for the implementation of Council Regulation (EEC) No 2913/92 establishing the Community Customs Code (OJ L 253, 11.10.1993, p. 1).

	(3)
	The specific duty shall apply.
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